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NEW
S-BLOCKSERIES 

     compact
     sure 
     strong

needle bearing 

   very high working load 

   easily running even with
   HIGH LOADS 

   identification: blue point

mm

art.-no.

1 1 sheave, thru-bow 27 x 11,5 35650 300 55 35

2 1 sheave, swivel 27 x 11,5 35650 400 00 40

3 1 sheave, adjustment set 27 x 11,5 35657 400 00 44

4 1 sheave, thru-bow, becket 27 x 11,5 35653 300 55 41

5 1 sheave, swivel, becket 27 x 11,5 35653 400 00 47

6 cheek block 1 sheave 27 x 11,5 35656 300 55 40

Advantages:

•  low-friction needle bearing
(stainless steel)

•  very high working load: 
300 kg

•  easily running even with
HIGH LOADS

•  optimized rope guidance by
specially formed cheek parts

•  continuous strap of stainless
steel for more security and
stability

•  identification of the bearing in
the enhancing strap 
(blue point = needle bearing)

•  marking of the maximum
rope Ø in the enhancing strap

•  wobble riveting: avoids sharp
burrs on the rivet head

•  cheek of glass fibre
reinforced polyamide 
(UV-resistant)

•  with removable becket 

•  made in Germany

needle bearing blocks for 8 mm rope

breaking load
~ 600 kg 

working load
~ 300 kg 

stainless steel 
needle bearing

Ø max. 8 mm
Made in 

Germany
self-service

card 
stainless 

steel
34995 000 55
20 x 33 mm

35980 000 55
adjustment set 

Please note the actual complementing references on www.sprenger.de
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NEW
S-BLOCKSERIES 

     compact
     sure 
     strong

needle bearing 

   very high working load 

   easily running even with
   HIGH LOADS 

   identification: blue point

mm

art.-no.

1 2 sheaves, swivel 27 x 11,5 35651 400 00 100

2 2 sheaves, swivel, becket 27 x 11,5 35654 400 00 106

3 3 sheaves, swivel 27 x 11,5 35652 400 00 140

4 3 sheaves, swivel, becket 27 x 11,5 35655 400 00 148

5 1 sheave, becket, cam cleat, swivel 27 x 11,5 35670 490 00 122

6 3 sheaves, becket, cam cleat, swivel 27 x 11,5 35671 490 00 223

7 adjustment set
adjustment of the swivel at a 90 degree angle 35980 000 55 11

8 suitable spring 34995 000 55 7

Advantages:

•  low-friction needle bearing
(stainless steel)

•  very high working load: 
300 kg

•  easily running even with
HIGH LOADS

•  optimized rope guidance by
specially formed cheek parts

•  continuous strap of stainless
steel for more security and
stability

•  identification of the bearing in
the enhancing strap 
(blue point = needle bearing)

•  marking of the maximum
rope Ø in the enhancing strap

•  wobble riveting: avoids sharp
burrs on the rivet head

•  cheek of glass fibre
reinforced polyamide 
(UV-resistant)

•  with removable becket 

•  made in Germany

needle bearing blocks for 8 mm rope

breaking load
~ 600 kg 

working load
~ 300 kg 

stainless steel 
needle bearing

Ø max. 8 mm
Made in 

Germany
self-service

card 
stainless 

steel
34995 000 55
20 x 33 mm

35980 000 55
adjustment set 

Please note the actual complementing references on www.sprenger.de
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NEW
S-BLOCKSERIES 

     compact
     flexible
     safe

ball bearing

   easily running 
   ball bearing 

   especially suitable for: 
   SLIGHTLY VEERING

   identification: red point

mm

art.-no.

1 1 sheave, thru-bow 27 x 11,5 35650 600 55 26

2 1 sheave, swivel 27 x 11,5 35650 700 00 33

3 1 sheave, adjustment set 27 x 11,5 35657 700 00 37

4 1 sheave, thru-bow, becket 27 x 11,5 35653 600 55 34

5 1 sheave, swivel, becket 27 x 11,5 35653 700 00 39

6 1 sheave with mounted fairlead and spring 27 x 11,5 35681 000 55 38

7 cheek block 1 sheave 27 x 11,5 35656 600 55 35

Advantages:

•  easily running plastic ball
bearing 

•  especially suitable for:
SLIGHTLY VEERING

•  optimized rope guidance by
specially formed cheek parts

•  continuous strap of stainless
steel for more security and
stability

•  identification of the bearing in
the enhancing strap 
(red point = ball bearing)

•  marking of the maximum
rope Ø in the enhancing strap

•  wobble riveting: avoids sharp
burrs on the rivet head

•  cheek of glass fibre
reinforced polyamide 
(UV-resistant)

•  compact construction, 
low overall height

•  with removable becket 

•  made in Germany

ball bearing blocks for 8 mm rope

breaking load 
~ 600 kg 

working load
~ 150 kg 

plastic ball
bearing

Ø max. 8 mm
Made in 

Germany
self-service

card
stainless 

steel 
34995 000 55
20 x 33 mm

35980 000 55
adjustment set 

Please note the actual complementing references on www.sprenger.de
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NEW
S-BLOCKSERIES 

     compact
     flexible
     safe

ball bearing

   easily running 
   ball bearing 

   especially suitable for: 
   SLIGHTLY VEERING

   identification: red point

mm

art.-no.

1 double block (traveller block) 27 x 11,5 35675 900 55 60

2 2 sheaves, swivel 27 x 11,5 35651 700 00 83

3 2 sheaves, swivel, becket 27 x 11,5 35654 700 00 90

4 3 sheaves, swivel 27 x 11,5 35652 700 00 118

5 3 sheaves, swivel, becket 27 x 11,5 35655 700 00 124

6 1 sheave, becket, cam cleat, swivel 27 x 11,5 35670 790 00 115

7 3 sheaves, becket, cam cleat, swivel 27 x 11,5 35671 790 00 201

8 adjustment set
adjustment of the swivel at a 90 degree angle 35980 000 55 11

9 suitable spring 34995 000 55 7

Advantages:

•  easily running plastic ball
bearing 

•  especially suitable for:
SLIGHTLY VEERING

•  optimized rope guidance by
specially formed cheek parts

•  continuous strap of stainless
steel for more security and
stability

•  identification of the bearing in
the enhancing strap 
(red point = ball bearing)

•  marking of the maximum
rope Ø in the enhancing strap

•  wobble riveting: avoids sharp
burrs on the rivet head

•  cheek of glass fibre
reinforced polyamide 
(UV-resistant)

•  compact construction, 
low overall height

•  with removable becket 

•  made in Germany

ball bearing blocks for 8 mm rope

breaking load
~ 600 kg 

working load
~ 150 kg 

plastic ball
bearing

Ø max. 8 mm
Made in 

Germany
self-service

card 
stainless 

steel
34995 000 55
20 x 33 mm

35980 000 55
adjustment set 

Please note the actual complementing references on www.sprenger.de
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NEW
S-BLOCKSERIES 

     compact
     strong
     safe

sliding bearing

   heavy-duty sliding bearing

   especially suitable for: 
   STANDING LOADS

   identification: yellow point

mm

art.-no.

1 1 sheave, thru-bow 27 x 11,5 35650 100 55 31

2 1 sheave, swivel 27 x 11,5 35650 200 00 36

3 1 sheave, adjustment set 27 x 11,5 35657 200 00 43

4 1 sheave, thru-bow, becket 27 x 11,5 35653 100 55 36

5 1 sheave, swivel, becket 27 x 11,5 35653 200 00 47

6 2 sheaves, swivel 27 x 11,5 35651 200 00 91

Advantages:

•  heavy-duty sliding bearing

•  especially suitable for:
STANDING LOADS

•  optimized rope guidance by
specially formed cheek parts

•  continuous strap of stainless
steel for more security and
stability

•  identification of the bearing in
the enhancing strap 
(yellow point = sliding
bearing)

•  marking of the maximum
rope Ø in the enhancing strap

•  wobble riveting: avoids sharp
burrs on the rivet head

•  cheek of glass fibre
reinforced polyamide 
(UV-resistant)

•  compact construction, 
low overall height

•  with removable becket 

•  made in Germany

sliding bearing blocks for 8 mm rope

breaking load
~ 600 kg 

working load
~ 150 kg 

plastic sliding
bearing

Ø max. 8 mm
Made in 

Germany
self-service

card 
stainless 

steel
34995 000 55
20 x 33 mm

35980 000 55
adjustment set 

Please note the actual complementing references on www.sprenger.de
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NEW
S-BLOCKSERIES 

     compact
     strong
     safe

sliding bearing

   heavy-duty sliding bearing

   especially suitable for: 
   STANDING LOADS

   identification: yellow point

mm

art.-no.

1 2 sheaves, swivel, becket 27 x 11,5 35654 200 00 97

2 3 sheaves, swivel 27 x 11,5 35652 200 00 130

3 3 sheaves, swivel, becket 27 x 11,5 35655 200 00 136

4 1 sheave, becket, cam cleat, swivel 27 x 11,5 35670 290 00 119

5 3 sheaves, becket, cam cleat, swivel 27 x 11,5 35671 290 00 213

6 adjustment set
adjustment of the swivel at a 90 degree angle 35980 000 55 11

7 suitable spring 34995 000 55 7

Advantages:

•  heavy-duty sliding bearing

•  especially suitable for:
STANDING LOADS

•  optimized rope guidance by
specially formed cheek parts

•  continuous strap of stainless
steel for more security and
stability

•  identification of the bearing in
the enhancing strap 
(yellow point = sliding
bearing)

•  marking of the maximum
rope Ø in the enhancing strap

•  wobble riveting: avoids sharp
burrs on the rivet head

•  cheek of glass fibre
reinforced polyamide 
(UV-resistant)

•  compact construction, 
low overall height

•  with removable becket 

•  made in Germany

sliding bearing blocks for 8 mm rope

breaking load
~ 850 kg 

working load
~ 212 kg 

plastic sliding
bearing

Ø max. 8 mm
Made in 

Germany
self-service

card 
stainless 

steel
34995 000 55
20 x 33 mm

35980 000 55
adjustment set 

Please note the actual complementing references on www.sprenger.de
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75

64

25

45

Advantages:

•  sliding bearing strongly
loadable

•  cheek parts stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves 25 x 9,2  mm of high
quality UV-resistant plastic

•  easy fixing of bows and
swivels by means of bolts and
rings

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

sliding bearing blocks for 6 mm rope

breaking load
~ 700 kg 

working load
~ 175 kg 

plastic
sliding bearing

Ø max. 6 mm
Made in 

Germany
self-service

card
bow

detachable
34995 000 55
20 x 33 mm

35945 000 56
suitable swivel

Please note the actual complementing references on www.sprenger.de

mm

art.-no.

1 1 sheave, bow 25 x 9,2 35065 010 55 27

2 1 sheave, swivel 25 x 9,2 35065 020 55 36

3 1 sheave, hollow axle 25 x 9,2 35065 100 55 20

4 1 sheave on swivelling groundplate
groundplate: 16005  bolt: 12606 25 x 9,2 35065 850 55 39

5 1 sheave, bow, becket 25 x 9,2 35068 010 55 36

6 2 sheaves, bow
2 sheaves, swivel

25 x 9,2
25 x 9,2

35067 010 55
35067 020 55

42
52

7 2 sheaves, bow, becket 25 x 9,2 35069 010 55 52

8 3 sheaves, bow 25 x 9,2 35070 010 55 59

9 3 sheaves, bow, becket 25 x 9,2 35071 010 55 70

stainless
steel
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75 45
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stainless
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Advantages:

•  sliding bearing strongly
loadable

•  cheek parts stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves 25 x 9,2  mm of high
quality UV-resistant plastic

•  easy fixing of bows and
swivels by means of bolts and
rings

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

sliding bearing blocks for 6 mm rope

breaking load
~ 700 kg 

working load
~ 175 kg 

plastic
sliding bearing

Ø max. 6 mm
Made in 

Germany
self-service

card
bow

detachable
34995 000 55
20 x 33 mm

35945 000 56
suitable swivel

Please note the actual complementing references on www.sprenger.de

mm

art.-no.

1 1 sheave, with hook, swivelling 25 x 9,2 35074 010 55 43

2 2 sheaves, with hook, swivelling 25 x 9,2 35072 010 55 59

3 1 sheave, with strap 25 x 9,2 35073 010 55 32

4 V-cleat block, 1 sheave, bow, becket 25 x 9,2 35120 001 55 49

5 V-cleat block, 2 sheaves, bow, becket 25 x 9,2 35120 002 55 64

6 V-cleat block, 3 sheaves, bow, becket 25 x 9,2 35120 003 55 81

7 downhaul block, 2 sheaves (fiddle) with
cam cleat HT08

35 x 11
22 x 11 35123 001 55 115

8
downhaul tackle with 5 meter
spliced rope Ø 6mm
blocks: 35065 010 55 and 35120 001 55

25 x 9,2 35186 005 55 267
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Advantages:

•  sliding bearing strongly
loadable

•  cheek parts stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic

•  easy fixing of bows and
swivels by means of bolts and
rings

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

sliding bearing blocks for 8 mm rope

breaking load
~ 800 kg 

working load
~ 200 kg 

plastic
sliding bearing

Ø max. 8 mm
Made in 

Germany
self-service

card
bow

detachable
34995 004 55
23,5 x 43 mm

35945 000 56
stainless steel

Please note the actual complementing references on www.sprenger.de

mm

art.-no.

1 1 sheave, without bow 30 x 10 35000 000 55 35

2 1 sheave, bow 30 x 10 35001 000 55 41

3 1 sheave, bow, becket 30 x 10 35021 000 55 53

4 2 sheaves, bow 30 x 10 35011 000 55 63

5 2 sheaves, bow, becket 30 x 10 35031 000 55 76

6 spi block 30 x 10 38079 000 55 51

7 downhaul block, 2 sheaves, for max. 6 mm rope
(fiddle) with cam cleat HT08, bow

35 x 11
26 x 11 35123 001 55 115

8
downhaul tackle with 5 meter
spliced rope Ø 6 mm
blocks: 35021 001 55 and 35123 001 55

30 x 10 35185 005 55 351

stainless
steel
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stainless
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Advantages:

•  sliding bearing strongly
loadable

•  cheek parts stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality 
UV-resistant plastic

•  easy fixing of bows and
swivels by means of bolts and
rings

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

sliding bearing blocks for 10 mm rope

4x best grade
Test 25-26/2002

Please note the actual complementing references on www.sprenger.de

mm

art.-no.

1 1 sheave, bow 35 x 11 35001 001 55 49

2 1 sheave, bow, becket 35 x 11 35021 001 55 63

3 2 sheaves, bow 35 x 11 35011 001 55 77

4 2 sheaves, bow, becket 35 x 11 35031 001 55 94

5 3 sheaves, bow 35 x 11 35014 001 55 106

6 3 sheaves, bow, becket 35 x 11 35034 001 55 121

7 fiddle block, 2 sheaves, bow 46 x 11 35041 001 55 130

8 main sheet block, 2 sheaves, for max. 12 mm rope
swivel with cam cleat HT13

50 x 13
29 x 13 35052 192 55 315

9
suitable spring

suitable swivel

34995 004 55

35945 001 56

10

18

breaking load
~ 850 kg 

working load
~ 212 kg 

plastic
sliding bearing

Ø max. 10 mm
Made in 

Germany
self-service

card
bow

detachable
34995 004 55
23,5 x 43 mm

35985 001 56
suitable swivel
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Advantages:

•  sliding bearing strongly
loadable

•  cheek parts stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic

•  easy fixing of bows and
swivels by means of bolts and
rings

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

sliding bearing blocks for 12 mm rope

breaking load
~ 900 kg 

working load
~ 225 kg 

plastic
sliding bearing

Ø max. 12 mm
Made in 

Germany
self-service

card
bow

detachable
35945 002 56
stainless steel

Please note the actual complementing references on www.sprenger.de

mm

art.-no.

1 1 sheave, bow 42 x 13 35001 002 55 66

2 1 sheave, bow, becket 42 x 13 35021 002 55 86

3 2 sheaves, bow 42 x 13 35011 002 55 107

4 2 sheaves, bow, becket 42 x 13 35031 002 55 126

5 suitable swivel 35945 002 56 29

6 fiddle block, 2 sheaves, bow 50 x 13
29 x 13 35041 002 55 148

7 fiddle block, 2 sheaves, 
swivel and cam cleat HT13

50 x 13
29 x 13 35052 192 55 315
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ø 4 mm

stainless
steel

Advantages:

•  sliding bearing strongly
loadable

•  cheek parts stainless steel
and aluminum seawater-
resistant anodised

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic

•  easy fixing of bows and
swivels by means of bolts and
rings

•  you can find complete tackles
on page 53

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

downhaul blocks

Please note the actual complementing references on www.sprenger.de

self-service
card

Made in 
Germany

plastic
sliding bearing

Ø 6 - 10 mm
bow

detachable

mm mm ~ kg ~ kg

art.-no.

1
downhaul, 2 sheaves (fiddle) 
with cam cleat HT08, 
bow stainless steel

35 x 11
22 x 11 6 225 900 35123 001 55 115

2
1 sheave, becket, bow

1 sheave, becket, bow

30 x 10

35 x 11

6 - 8

6 - 10

200

212

800

850

35021 000 55

35021 001 55

53

63

3
V-cleat block, 2 sheaves,
(fiddle) aluminum 
seawater-resistant anodised

30 x 10
20 x 10 6 112 450 35121 001 54 47

4 1 sheave, becket, aluminum,
seawater-resistant anodised 30 x 10 6 112 450 35122 001 54 34

5
V-cleat block, 1 sheave,
becket, bow,
stainless steel

25 x 9,2 6 175 700 35120 001 55 49

6
V-cleat block, 2 sheaves,
becket, bow,
stainless steel

25 x 9,2 6 175 700 35120 002 55 64

7
V-cleat block, 3 sheaves,
becket, bow,
stainless steel

25 x 9,2 6 175 700 35120 003 55 81

8 kicking strap plate
stainless steel 35118 000 55 40

9 kicking strap key
stainless steel 35119 000 55 10
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Advantages:

•  easily running ball bearing of
stainless steel or plastic ball
bearing (fig. 7&9)

•  cage and bearing shell
stainless steel

•  cover plates of stainless steel
(fig. 2) or of high quality UV-
resistant plastic

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic or stainless
steel

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

cheek blocks

Please note the actual complementing references on www.sprenger.de

mm Ø kg
B1

mm
B2 

mm
L1

mm
L2

mm
L3

mm

screw
hole

Ø
mm

art.-no.

1
cheek block
1 sheave plastic
stainless steel

25 x 9,2 8 35 25 45 32 5 35084 500 55 40

2
cheek block
1 sheave plastic
stainless steel

50 x 14 12 53 38 88 63 5 35265 502 00 178

3
Micro xs
cheek block 1 sheave
sheave plastic

19 x 8 6 17 12 61 45 25 5 35329 010 55 18

4
Micro xs
cheek block 2 sheaves
sheave plastic

19 x 8 6 17 12 80 64 44 5 35329 020 55 41

5
Micro xs
cheek block 1 sheave
sheave stainless steel

19 x 8 4 17 12 61 45 25 5 35329 610 55 24

6
Micro xs
cheek block 2 sheaves
sheave stainless steel

19 x 8 4 17 12 80 64 44 5 35329 650 55 41

7 cheek block 1 sheave
sheave plastic 27 x 11 8 20 15 73 55 35 5 35215 010 55 20

8 cheek block 1 sheave
sheave stainless steel 27 x 11 8 20 15 73 55 35 5 35215 610 55 55

9 cheek block 2 sheaves
sheave plastic 27 x 11 8 1200 20 15 102 82 73 5 35215 020 55 40

self-service
card

Made in 
Germany

ball bearingØ 4 - 12 mm
stainless

steel
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Made in 
Germany

plastic
sliding bearing

Ø 8 - 12 mm

Advantages:

•  sliding bearing strongly
loadable

•  cage of stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic or aluminum

•  Made in Germany

•  excellent price/performance
ratio

mast cheek blocks

Please note the actual complementing references on www.sprenger.de

mm Ø
B1

mm
B2 

mm
L1

mm
L2

mm
L3

mm

screw
hole

Ø
mm mm

art.-no.

1 mast cheek block 30 x 12
plastic 8 40 19 60 40 5 2 35086 008 55 78

2 mast cheek block 44 x 14
plastic 10 47 23 80 68 34 5 2 35086 010 55 187

3 mast cheek block 58,5 x 17,5
aluminum 12 56 29 100 87 29 6 2.5 35086 012 55 473

stainless
steel
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7 8 9a                                     9b

ø 5 mm ø 5 mm

ø 5 mm

ø 5 mm

ø 10 mm

65

13

65

45

ø 6 mm
ø 8 mm ø 5 mm

35

20

12

L
1

ø 

ø
ø 20 mm

stainless
steel

Advantages:

•  sliding bearing strongly
loadable and easily running
ball bearing

•  application of high quality
material: stainless steel and
high quality UV-resistant
plastic

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic

•  easy fixing by means of bolts
and rings

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

foot blocks

Please note the actual complementing references on www.sprenger.de

bearing mm mm
L1

mm
Ø

mm

art.-no.

1 swivelling lead block
stainless steel 42 x 13 12 5 37424 002 55 132

2 swivelling lead block with strap
stainless steel 42 x 13 12 5 37425 002 55 142

3 ground plate with bolt
stainless steel 5 37435 000 55 30

4 mast foot block 50 x 14 12 35263 002 55 91

5 mast foot block 70 x 18 14 35263 003 55 235

6 block with ground plate
turning 27 x 11,5 8 5 35280 500 00 43

7
bolt 

bolt

50

45

8

6

33730 103 55

33730 102 55

58

38

8
bolt-Ø 12mm thread M8

bolt-Ø 14mm thread M8

40

50

6

8

33730 202 55

33730 203 55

34

48

9a

9b

lead on base plate, turning

lead without base plate

47 5

5

34473 020 55

34475 000 55

33

17

self-service
card

Made in 
Germany
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ø

B2

B1

ø 

L2
L1ø

B1

upright blocks

Please note the actual complementing references on www.sprenger.de

Advantages:

•  strongly loadable sliding
bearing or easily running ball
bearing allow versatile
application fields

•  application of high quality
material: stainless steel and
high quality UV-resistant
plastic

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic, stainless
steel of brass nickeled

•  easy fixing by means of bolts
and rings

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

bearing mm Ø ~ kg ~ kg 
L1 

mm
L2

mm
B1

mm
B2

mm
H1

mm
Ø

mm

art.-no.

1 upright block 
1 sheave 27 x 11 8 45 32 43 32 5 35266 510 55 54

2 upright block 
2 sheaves 27 x 11 8 45 32 58 47 5 35266 520 55 71

3
block
1 sheave
strap

27 x 11 8 75 300 41 12 5

4

35135 500 55

35136 000 55

29

7

4 Micro xs, 1 sheave
tipping block 19 x 8 6 85 340 32 15 15 39 5 35149 000 55 35

5 tipping block 
1 sheave 27 x 11 8 75 300 32 15 15 50 5 35148 000 55 45

6 upright block 
1 sheave riveted

30 x 10 
plastic 6 300 1200 17 30 42 4 35111 002 55 36

7
upright block
1 sheave
detachable

25 x 7
30 x 10

brass nick.

4
6

250
250

1000
1000

17
17

28
30

34
42

4
4

35111 000 55
35111 001 55

44
61

8 upright block
1 sheave riveted

25 x 7
brass
nick.

4 250 1000 17 28 34 4 35111 003 55 43

9 high load 1 sheave
upright block

25 x 6
stainless

steel
5 187.5 750 25 16 36 7 35 4 35309 650 55 38

self-service
card

Made in 
Germany

Ø 4 - 8 mm
stainless

steel
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1 2 3

4 5 6

7 8 9

C

L
1

B1

L
1

mm mm ~ kg ~ kg
L1

mm
B2

mm

Ø
eye
mm

art.-no.

1
super mini block, 1 sheave
sheave plastic
sheave brass nickeled

16 x 6
16 x 6

6
6

112
112

450
450

28,5
28,5

35225 001 55
35225 000 55

7
12

2
super mini block, 2 sheaves
sheave plastic
sheave brass nickeled

16 x 6
16 x 6

6
6

235
235

940
940

28,5
28,5

35226 001 55
35226 000 55

15
26

3 1 sheave thru-bow 20 x 10 10 125 500 38 35230 000 55 18

4 1 sheave with wire-swivel 20 x 10 10 37 150 55 35231 000 55 19

5 1 sheave with tin-swivel 20 x 10 10 112 450 59 35232 000 55 29

6 1 sheave thru-bow
with becket 20 x 10 10 125 500 53 35233 000 55 26

7 1 sheave with wire-swivel
and fender cleat 20 x 10 10 37 150 64 35234 001 55 26

8
kite block plastic
with rivet stainless steel
(1 set = 2 pcs)

16 x 5 4 47 190 30 16 9 x 4 35420 916 00 5

9
kite block plastic
with rivet stainless steel
loose packaging

16 x 5 4 47 190 30 16 9 x 4 35420 016 A0 5

Please note the actual complementing references on www.sprenger.de

industry blocks

Advantages:

•  strongly loadable sliding
bearing

•  cheek parts of high quality
materials: stainless steel and
high quality UV-resistant
plastic

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic

•  high working and breaking
loads

•  Made in Germany

•  excellent price/performance
ratio

self-service
card

Made in 
Germany

plastic
sliding bearing

Ø 4 - 10 mm
stainless

steel
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1 2 3

4 5 6

7 8 9

10

*
*

Ø 5 mm

30

15
25

63

Ø 5 mm

63

ø 5 mm

ø 5 mm

Ø 5 mm

Ø 4 mm

Ø 5 mm

M6

self-service
card

Made in 
Germany

Ø  6 - 12 mm

cheek blocks

Please note the actual complementing references on www.sprenger.de

Advantages:

•  strongly loadable sliding
bearing or easily running ball
bearing allow versatile
application fields

•  application of high quality
material: stainless steel and
high quality UV-resistant
plastic

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

bearing mm mm ~ kg ~ kg 
boom
mm

art.-no.

1 cheek block with hollow axle 27 x 11 8 75 300 35135 000 55 31

2 cheek block with hollow axle 27 x 11 8 75 300 35135 500 55 29

3 cheek block 27 x 11,5 35656 600 55
35656 300 55

35
40

4
5

cheek block with strap (Ersatz Nr.3)
stainless steel
stainless steel black sintered

27 x 11 8 35147 001 55
35147 001 90

34
37

6 boom blocks
cheek parts stainless steel

25 x 9,2
30 x 10
35 x 11

6
8

10

60
60
60

35142 000 55
35142 001 55
35142 002 55

40
61
74

7 boom blocks
cheek parts plastic 50 x 14 12 100 35142 003 55 108

8 cheek block with tin screw
DIN 79871 A 4,8x25mm 20 x 10 8 35145 000 55 21

9 cheek block on stainless steel-
groundplate, with screw 50 x 14 12 35143 102 55 141

10 strap for 35135 75 300 35136 000 55 7

stainless
steel

* only while stocks last
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1   2   3

H1

B1

L2
L1

L3

ø

self-service
card

Made in 
Germany

Ø 12 - 14 mm

bearing mm
up
toØ ~ kg 

L1 
mm

L2
mm

L3
mm

B1
mm

H1
mm

Ø
mm

art.-no.

1 cheek block MIDI
1 sheave

29 x 14
plastic 12 225

900 69 54.5 27.25 30 21 5 35153 101 53 42

2 cheek block MIDI
2 sheaves

29 x 14
plastic 12 225

900 123,5 54.5 27.25 30 21 5 35153 102 53 79

3 cheek block MIDI
3 sheaves

29 x 14
plastic 12 225

900 178 54.5 27.25 30 21 5 35153 103 53 118

1 cheek block MIDI
1 sheave

29 x 14
plastic 12 225

900 69 54.5 27.25 30 21 5 35153 001 53 37

2 cheek block MIDI
2 sheaves

29 x 14
plastic 12 225

900 123,5 54.5 27.25 30 21 5 35153 002 53 67

3 cheek block MIDI
3 sheaves

29 x 14
plastic 12 225

900 178 54.5 27.25 30 21 5 35153 003 53 100

1 cheek block MAXI
1 sheave

40 x 15
aluminum 14 2000

500 85 70 35 40 23 6 35154 001 53 78

2 cheek block MAXI
2 sheaves

40 x 15
aluminum 14 2000

500 155 70 35 40 23 6 35154 002 53 149

3 cheek block MAXI
3 sheaves

40 x 15
aluminum 14 2000

500 225 70 35 40 23 6 35154 003 53 233

Please note the actual complementing references on www.sprenger.de

cheek blocks

Advantages:

•  strongly loadable sliding
bearing or easily running ball
bearing

•  application of high quality
material: stainless steel and
high quality UV-resistant
plastic

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic

•  cheek parts: stainless steel
and aluminum seawater-
resistant anodised

•  possible to mount these
blocks in top of the other, 1
on 2, 2 on 3

•  versatile application fields in
water sports, industry and
DIY

•  low weight

•  Made in Germany

•  excellent price/performance
ratio
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1 2 3

4 5 6

7 8

ø ø

Ø

Ø

ø

stainless
steel

self-service
card

plastic
sliding bearing

mm mm ~ kg ~ kg
Wichard

No.

screw

hole

Ø
mm

art.-no.

1 1 sheave with swivel
stainless steel 58 x 14 14 350 1400 35002 003 55 159

2 steering cable blocks
with strap 65 x 12 12 5 35190 000 55 66

3 steering cable blocks
without strap 65 x 12 12 5 35191 000 55 65

4
snatch block
with swivel, snap shackle
brass chromed

48 x 22

35 x 16

20

14

142

112

570

450

35165 000 00

35165 001 00

417

200

5
snatch block
with swivel, snap shackle
stainless steel

55

55

12

18

325

625

1300

2500

34500

35500

35164 000 55

35164 001 55

265

411

6
swivel base
with cam cleat HT13
on stainless steel ground plate

27 x 11 8 6,5 37440 000 55 227

7
swivel base
with rope guide and
cam cleat HT13

12 5 37438 000 00 234

8
swivelling mastblock
sheave detachable
cam cleat HT08

27 x 11 4 - 6 5 37439 000 55 150

special blocks

Please note the actual complementing references on www.sprenger.de

Advantages:

•  strongly loadable sliding
bearing

•  application of high quality
material: stainless steel and
high quality UV-resistant
plastic

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic

•  versatile application fields

•  excellent price/performance
ratio
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1 2 3

4 5 6

7 8 9

ø 25 mm

ø 25 mm

stainless
steel

self-service
card

Please note the actual complementing references on www.sprenger.de

stanchion- and trapeze blocks

Advantages:

•  strongly loadable sliding
bearing or optionally easily
running ball bearing

•  application of high quality
material: stainless steel and
high quality UV-resistant
plastic

•  wobble riveting: avoids sharp
burrs at the rivet head

•  sheaves of high quality UV-
resistant plastic

•  easy fixing by means of bolts
and rings

•  for stanchion Ø 25mm

•  Made in Germany

•  excellent price/performance
ratio

bearing mm mm ~ kg ~ kg 

art.-no.

1
stanchion block
for 25 mm Ø
tipping and turning

27 x 11,5
35 x 12
50 x 14

8
10
12

150
212
250

600
850

1000

35162 100 55
35162 101 55
35162 102 55

59
73

113

1
stanchion block
for 25 mm Ø
tipping and turning

27 x 11,5
35 x 12
50 x 14

8
10
12

150
212
250

600
850

1000

35162 600 55
35162 601 55
35162 602 55

55
78

117

2
railing lead
for 25 mm Ø
stainless steel

35166 000 55 39

3 Schaefer stanchion block
for 25 mm Ø 63 x 16 10-12 35168 012 55 134

4
trapeze ring with
block welded on
for 6 mm rope

25 x 9,2 6 38073 000 55 63

5
trapeze ring with
block welded on
for 6 mm rope

25 x 9,2 6 38073 001 55 57

6
trapeze ring with
block welded on with
becket for 6 mm rope

25 x 9,2 6 38076 001 55 64

7 trapeze ring with 90°
twisted eye 38070 000 55 12

8 trapeze ring with
straight placed ring 38071 000 55 12

9
trapeze ring with
straight placed ring and
additional enhancement bar

38072 000 55 12
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1 2 3

4 5 6

7 8

L
1

B2

L1

L2

B1

stainless
steel

self-service
card

Made in 
Germany

sliding 
bearing

Ø 4 - 6 mm

blocks for wire

Please note the actual complementing references on www.sprenger.de

Advantages:

•  strongly loadable sliding
bearing

•  wobble riveting: avoids sharp
burrs at the rivet head

•  cheek parts and cage of
stainless steel

•  sheaves brass nickeled,
especially suitable for wire
and Dyneema

•  compact shape

•  easy fixing by means of bolts
and rings

•  versatile application fields in
water sports, industry and
DIY

•  Made in Germany

•  excellent price/performance
ratio

mm mm ~ kg ~ kg
L1

mm
L2

mm
B1

mm
B2

mm
Ø

mm

art.-no.

1 1 sheave with bow
bow detachable 30 x 10 6 225 900 70 35103 000 55 69

2 swivel
suitable for 35103 200 800 41 35945 000 56 17

3 1 sheave with shackle 30 x 7 6 162 650 70 35105 000 55 63

4 1 sheave
with two hollow axles 35 x 5 4 275 1100 64 5 35108 000 55 61

5 1 hollow axle, 1 axis
with bolt and ring 35 x 5 4 275 1100 64 5 35108 001 55 64

6 super-mini-block, 1 sheave 16 x 6 4 120 480 28.5 35225 000 55 12

7 super-mini-block, 2 sheaves 16 x 6 4 235 940 28.5 35226 000 55 26

8 cheek block 1 sheave
25 x 7

30 x 10

4

6

225

225

900

900

60

68

51

60

20

20

12

12

4

4

35131 000 55

35131 001 55

45

66



49

1 2 3

4

5

*

H
1

ø 

H
1

B1
B2

L1L2

L
1

self-service
card

Made in 
Germany

sliding 
bearing

Ø 4 - 6 mm

Please note the actual complementing references on www.sprenger.de

blocks for wire

Advantages:

•  strongly loadable sliding
bearing

•  wobble riveting: avoids sharp
burrs at the rivet head

•  cheek parts and cage of
stainless steel

•  sheaves brass nickeled,
especially suitable for wire
and Dyneema

•  compact shape

•  easy fixing by means of bolts
and rings

•  versatile application fields in
water sports, industry and
DIY

•  Made in Germany

•  excellent price/performance
ratio

mm Ø ~ kg ~ kg
L1

mm
L2

mm
B1

mm
B2

mm
H1

mm
Ø

mm

art.-no.

1 upright block
sheave detachable

25 x 7

30 x 10

4

6

250

250

1000

1000

25

25

17

17

37

37

8

8

34

40

4

4

35111 000 55

35111 001 55

44

61

2 upright block
sheave riveted 25 x 7 4 250 1000 25 17 37 12 34 4 35111 003 55 43

3 ground plate for 35111 25 17 37 4 35111 100 55 8

4 brass block 20 X 9 6 50 35170 050 30 43

5 blocks with 
aluminum sheave

50 x 8

70 x 8

6

6

250

500

1000

2000

88

120

35258 005 55

35258 006 55

93

204

* only while stocks last
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1 2 3

4 5 6

7 8 9

L
1

L2ø

B
1

ø

ø 

H
1

B1 L1L2B2

mm mm mm
L1

mm
L2

mm
B1

mm
B2

mm
H1

mm
Ø

mm

art.-no.

1 1 sheave, bow 25 x 6 3 5 56 26 35300 650 55 37

2 cheek block, 1 sheave,
2 hollow axles 25 x 6 3 5 45 25 26 5 35308 650 55 29

3 upright block 25 x 6 3 5 25 16 36 27 35 4 35309 650 55 38

4 2 sheaves, bow 25 x 6 3 5 56 26 35302 650 55 62

5 2 sheaves, bow, becket 25 x 6 3 5 74 26 35303 650 55 71

6 3 sheaves, bow 25 x 6 3 5 56 26 35304 650 55 87

7 3 sheaves, bow, becket 25 x 6 3 5 74 26 35305 650 55 95

8 ball bearing sheave 25 x 6 3 5 25 6 30945 000 55 14

9 suitable swivel 35985 010 55 11

stainless
steel

breaking load
~ 750 kg 

working load
~ 187 kg 

stainless steel
ball bearing

Ø 3 - 5 mm
Made in 

Germany
self-service

card
bow

detachable
34995 004 55
23,5 x 43 mm

35985 010 55
suitable swivel

high load blocks 25 mm

Please note the actual complementing references on www.sprenger.de

Advantages:

•  easily running ball bearing
stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  cheek parts and sheaves of
stainless steel

•  extremely compact shape

•  easy fixing by means of bolts
and rings

•  especially suitable for kicking
strap, jigger or trimming
lines

•  for wire and Dyneema

•  low weight

•  Made in Germany

•  excellent price/performance
ratio
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1

23
ø

ø
L

1

B1

L
2

Made in 
Germany

breaking load
~ 1000 kg 

working load
~ 250 kg 

stainless steel
ball bearing

Ø 4 - 6 mm
self-service

card
stainless

steel

Please note the actual complementing references on www.sprenger.de

high load blocks 38 mm

Advantages:

•  easily running ball bearing
stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  cheek parts and sheaves of
stainless steel

•  extremely compact shape

•  for wire and Dyneema

•  especially suitable for kicking
strap, jigger or trimming
lines

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

mm mm mm
L1

mm
L2

mm
B1

mm
Ø

mm

art.-no.

1 1 sheave thru-bow 38 x 8 4 6 61 31 38 35340 650 55 84

2
cheek block with hollow axle
screws not included 
in delivery

38 x 8 4 6 61 31 38 5 35341 650 55 115

3 ball bearing sheave 38 x 8 4 6 7 30946 000 55 50
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Camlan

complete tackles
with high quality components:

Sprenger blocks / German quality-rope
professionally spliced

stainless steel Sprenger ball bearingSprenger sliding bearing

rope Ø: 6 – 10 – 12 mm
length: 5 – 15 – 20 m

aluminum
silver

complete tackles
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1 2

3 4

5 6

self-service
card

Made in 
Germany

Ø max. 
6 - 12 mm

bearing blocks Ø mm
length

m ~ kg ~ kg 

art.-no.

1 10 mm main sheet
tackle

35257 791 55
35256 601 00

10 15 212 850 35180 015 00 1500

1 12 mm main sheet
tackle

35257 792 55
35256 602 00

12 20 250 1000 35182 020 00 2550

2 10 mm main sheet
tackle

35257 291 55
35256 101 00

10 15 212 850 35181 015 00 1500

2 12 mm main sheet
tackle

35257 292 55
35256 102 00

12 20 250 1000 35183 020 00 2550

3 downhaul tackle
stainless steel

35123 001 55
35021 001 55

6 5 200 800 35185 005 55 351

4 downhaul tackle
aluminum

35121 001 54
35122 001 54

6 5 112 450 35184 005 54 274

5 downhaul tackle
stainless steel

35120 001 55
35065 010 55

6 5 175 700 35186 005 55 267

6 downhaul tackle
stainless steel

35317 600 55
35322 600 55

6 5 112 450 35187 005 55 276

Please note the actual complementing references on www.sprenger.de

complete tackles

Advantages:

•  easily running ball bearing or
optionally strongly loadable
sliding bearing

•  bearing shell and balls of
stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  cheek parts of high quality
UV-resistant plastic, stainless
steel or aluminum seawater-
resistant anodised 

•  sheaves of high quality UV-
resistant plastic

•  the tackles are composed of
high quality components
„Made in Germany”

•  German quality rope

•  professionally spliced

•  delivery in a practicable
reclosable bag

•  Made in Germany

•  excellent price/performance
ratio
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1                     2 3

4 5 6

7 8

4 mm

stainless
steel

Advantages:

•  high quality Camlan

   - abrasion proof

   - temperature resistant

•  easy rope entry and release

•  spring: stainless steel

•  complete range of
accessories

camlan cam cleats 3 - 6 mm

2 wedges mounted above 
each other, against each other

= plain socket

2 wedges mounted above each
other, in the same direction 

= 30°

1 wedge = 15°

rope Ø
mm

material
cams/

accessories

material
cams/

accessories
art.-no.

1 cam cleat camlan HT08 3 - 6 camlan PA 36695 008 63 21

2 cam cleat camlan HT08
with special lead 3 - 6 camlan PA 36698 008 63 37

3 cam cleat complete with
lead IN FRONT of the cleat 3 - 6 camlan PA 36696 008 63 29

4
special rope lead
stainless steel with ground plate
and washers

3 - 6 stainless
steel 36687 008 63 20

5
wedge 15°
plastic black
1 Set = 2 pcs.on cards

3 - 6 PA 36683 008 00 15

6
bow over the cleat 
stainless steel
1 Set = 2 pcs.on cards

3 - 6 stainless
steel 36681 008 55 14

7 rope lead in front of the cleat
with ground plate 3 - 6

PA / 
stainless

steel
36688 008 63 13

8
cam cleat HT08 with
stainless steel groundplate and
rope lead

3 - 6 camlan stainless
steel 36695 908 63 43

Made in 
Germany

hole distance
29 mm

plastic
ball bearing

Ø 3-6 mm
self-service

card

Please note the actual complementing references on www.sprenger.de
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1                         2 3

4 5 6

7 8

5 mm

stainless
steel

Advantages:

•  high quality Camlan

   - abrasion proof

   - temperature resistant

•  easy rope entry and release

•  spring: stainless steel

•  complete range of
accessories

camlan cam cleats 8 - 13 mm

2 wedges mounted above 
each other, against each other

= plain socket

2 wedges mounted above each
other, in the same direction 

= 30°

1 wedge = 15°

rope Ø
mm

material
cams/

accessories

material
cams/

accessories
art.-no.

1 cam cleat camlan HT13 8 - 13 camlan PA 36695 013 63 43

2 cam cleat camlan HT13
with special lead 8 - 13

camlan
stainless

steel
PA 36698 013 63 83

3 cam cleat complete with
lead IN FRONT of the cleat 8 - 13

camlan
stainless

steel
PA 36696 013 63 69

4
special rope lead
stainless steel with ground plate
and washers

8 - 13
PA

stainless
steel

36687 013 63 42

5
wedge 15°
plastic black
1 Set = 2 pcs.on cards

8 - 13 PA 36683 013 00 23

6
bow over the cleat 
stainless steel
1 Set = 2 pcs.on cards

8 - 13 stainless
steel 36684 013 55 18

7 rope lead in front of the cleat
with ground plate 8 - 13

PA
stainless

steel
36688 013 63 28

8
cam cleat HT13 with
stainless steel groundplate and
rope lead

8 - 13
camlan

stainless
steel

stainless
steel 36695 913 63 85

Made in 
Germany

hole distance
40 mm

plastic
ball bearing

Ø 8-13 mm
self-service

card

Please note the actual complementing references on www.sprenger.de
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1

2 3 4

*

* only while stocks last

stainless
steel

rope Ø
mm

hole distance

material
cams/

accessories

material
groundplate

art.-no.

1 cam cleat with aluminum-
cams and needle bearing system

3 - 6
8 - 13

13 - 16

29
40
51

aluminum
stainless

steel

stainless
steel

36685 008 54
013 54
016 54

49
98

130

2 bow over the cleat
stainless steel

3 - 6
8 - 13

13 - 16

stainless
steel

36681 008 55
013 55
016 55

14
16
25

3
replacement rope lead
in front of the cleat
stainless steel

3 - 6 stainless
steel 36682 008 55 4

4
wedge 15°
plastic black
1 set = 2 pcs. on card

3 - 6
8 - 13

13 - 16
PA

36683 008 00
013 00
016 00

15
23
38

needle bearing cam cleat 3 - 16 mm

self-service
card

Made in 
Germany

needle 
bearing

Ø 3-16 mm

Please note the actual complementing references on www.sprenger.de
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1 4

2 5

3

21

12

19,5

21

12

19,5

20,6

25

20,6

100

100

25
25

25
2550

50

100

50

length
cm

height
mm

width
mm

art.-no.

1

track flat
Aluminum hard coated
weight 0,450 kg/m
mounting on deck or shimmed

special lengths are possible on request
special delivery from a track length of 150 cm on

100
110
120
132
150
180

12 21

38260 100 52
110 52
120 52
132 52
150 52
180 52

2

track high
Aluminum hard coated
weight 0,720 kg/m
mounting on deck or shimmed

special lengths are possible on request
special delivery from a track length of 150 cm on

120
132
150
180

25 20,6

38290 120 52
132 52
150 52
180 52

3

hole track
with stop holes
similar to 38260, but with additional holes

special lengths are possible on request
special delivery from a track length of 150 cm on

100
120
132
150
180

12 21

38270 100 52
120 52
132 52
150 52
180 52

4 end caps (pair)
rubber black 38268 000 63

5 stop with pull button
aluminum hard coated 38259 000 52

traveller track

Please note the actual complementing references on www.sprenger.de

special delivery from a track
length of 150cm on
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1

2

System F

System H

L x B x H

art.-no.
especially

suitable for
jib size

1

self-tacking-jib-set system F
consists of:
1 bent traveller track 38260
ca. 120 cm long, flat profile
Aluminum hart coated, with boring
complete with 4 pieces stainless steel or rather
Aluminum anodised feets (2 short, 2 long)
1 pair rubber end caps 38268 000 63
1 traveller 38250 002 52
4 flat headed screws M5x16
4 counter sunk screws DIN 965 M5x35

38275 001 00 F18, Hobie Tiger up to 4,5 m2

2 self-tacking-jib-set system H
but with track 38290, high profile 38275 002 00 F18, Hobie Tiger up to 6,5 m2

self-tacking-jib-set

Made in 
Germany

70 x 51 x 23
mm

breaking load
~ 700 kg 

working load
~ 175 kg 

Please note the actual complementing references on www.sprenger.de
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1 2 3

4 5 6

7 8

L x B x H

38271 38250 001 52 38271

Traveller S, short (70mm)

Minimum bending radiuses:

horizontal:
Rmin = 1650 mm

vertical, ends high:
Rmin = 1300 mm

vertical, ends low:
Rmin = 1800 mm

Radius

Advantages:

•  traveller: aluminum hard
coated

•  ball bearing traveller:
aluminum hard coated

•  - balls: Torlon (extremely
resistant)

•  end caps: high quality plastic

•  metal parts: stainless steel

•  with parking track

Traveller Boat Runner S

70 x 51 x23
mm

sail area
12 - 15m2

breaking load
~ 700 kg 

working load
~ 175 kg 

Torlon 
ball bearing

Made in 
Germany

self-service
card

Please note the actual complementing references on www.sprenger.de

art.-no.

1 Traveller S 38250 000 52

2 Traveller S
with moving bow 38250 002 52

3 Traveller S
with two sheaves and fix bow 38250 001 52

4 Traveller S
with U-part, bolt and ring 38250 003 52

5 Traveller coupling
stainless steel 38251 000 55

6 Traveller XS
with lead eye

slide length 
63 mm 38252 001 52

7 Torlon replacement balls Ø 6,35 mm
for traveller slides

for 38250  
42 pcs

essential

17501
order for

ONE traveller
= 42 pcs. 17501

8 Traveller control system
ball bearing sheave pair 38272 000 52

w/o
illustr.

replacement cap
for traveller slide

for 38250
and 38255 14743



61

1 2 3

4 5 6

7 8

L x B x H

38272 000 52

38271 38255 009 52 38271

radius

96 x 51 x23
mm

sail area
15 - 18m2

breaking load
~ 1200 kg 

working load
~ 300 kg 

Torlon 
ball bearing

Made in 
Germany

self-service
card

art.-no.

1 Traveller L 38255 000 52

2 Traveller L
with moving bow 38255 002 52

3 Traveller L
with two sheaves and fix bow 38255 001 52

4 Traveller L
with two mounted blocks 38255 009 52

5 Traveller L
with two mounted blocks 38255 003 52

6 Traveller L
fork part with sheave, cheek block 38255 007 52

7 Traveller L
cheek block and cam cleat 38255 005 52

8
Traveller control system
ball bearing sheave
and cam cleat

pair 38271 000 52

w/o
illustr.

Torlon replacement balls Ø 6,35 mm
for traveller slides

for 38255  
58 pcs

essential

17501
order for

ONE traveller
= 58 pcs. 17501

Advantages:

•  traveller: aluminum hard
coated

•  ball bearing traveller:
aluminum hard coated
- balls: Torlon (extremely
resistant)

•  end caps: high quality plastic

•  metal parts: stainless steel

•  with parking track

Mounting example:

Conversion 2:1

Traveller Boat Runner L

Please note the actual complementing references on www.sprenger.de

traveller L, long (96mm)

minimum bending radiuses:

horizontal:
Rmin = 2000 mm

vertical, ends high:
Rmin = 3700 mm

vertical, ends low:
Rmin = 3200 mm
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3
5,5

12

62

1 2

3 4 5

6 7 8

20

3
5,5

12

5 mm

6 mm

30x20 mm

M6

ø 6 mm

L

80

20
20

20
20

Special delivery from a track
length of 150 cm on

Advantages:

•  aluminum seawater resistant
anodized

•  suitable for boats with 
7 m LOA

•  genua slides manufactured of
an extruded section, i.e.
- high accuracy grade
- high consistency
- no air inclusions

•  fork part of the genua slide
with rubber wedge, to avoid
pitching on deck

•  large range of different track
lengths and slide types

tracks and slides 20 x 3 mm

Made in 
Germany

max 7m 
LOA

5 mm counter
sunk screw

profile
20 x 3 

self-service
card

bearing
length

mm
art.-no. specifics

1 T-track 20 x 3 mm 300 - 2000 35455   ...  54

2

genua slide „cockpit adjustment“
aluminum silver anodised
plastic sheave, bolt
stainless steel with mounted shackle, 
rotatable sheave

80 35460 020 54 for 6 mm rope

3

end piece for genua slide
„cockpit adjustment“
with fixly mounted midi-block with
sliding bearing

90 35461 020 54
mountable with

socket screw M6
without boring

4 genua slide silver anodised
sheave plastic 65 35458 200 54

loose sheave no.
17328

5 genua slide black anodised
sheave plastic 65 35458 200 53

loose sheave no.
17328

6
slide with block
welded strap
with mounted spring

65 35570 020 55
for 12 mm 

rope

7

slide with block, cheek parts 
stainless steel
welded strap, for rope 12mm sheave 42
x 13 mm, with mounted spring

65 35571 020 55

block with strap
no. 16816

loose slide no.
17810

8
slide with block
like image no. 7, simple layout
with mounted spring

65 35575 020 55
loose slide no.

17816

Please note the actual complementing references on www.sprenger.de

Aluminum t-tracks 20x3 are
available in the following
lengths ex works:

35455 . . .  54

030 54 = 30 cm
040 54 = 40 cm
050 54 = 50 cm
100 54 = 100 cm
150 54 = 150 cm
200 54 = 200 cm

special lengths up to 
3 m are possible on request
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1 2 3

4 5 6

7 8 9

20

3
5,5

12

ø 20 mm

ø 6 mm

L

31

27

11

12

ø 5 mm
ø 5 mm

ø 5 mm

8

7

13

14

L

110

self-service
card

Made in 
Germany

max 7 m 
LOA 

profile 
20 x 3 

Advantages:

•  stainless steel

•  suitable for boats up to 
7 m LOA

•  large range of different slide
types

tracks and slides 25 x 4 mm

~ kg ~ kg length mm

art.-no.

1 slide with swivelling rope guide
stainless steel 65 35565 020 55

2 slide with bow across
stainless steel 125

500
straight

load
65 35531 020 55

3
end piece, 1 pair
plastic black
for mounting in front of the track

35459 020 63

4 slide with swivel
stainless steel 45 35558 020 55

5 slide for winch blocks 35240
stainless steel 65 35245 001 55

6
end piece, 1 pair
plastic black
for sliding on

35471 020 63

7
slide with swivel
stainless steel, with U-part suitable
for spray hood fittings 32604

45 35560 020 55

8
slide with bow
stainless steel
bow longitudinal

65 35522 020 55

9
double slide stainless steel
connection track aluminum
black seawater resistant anodised 

157 35550 000 55

Please note the actual complementing references on www.sprenger.de
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4
8
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1

2 3 4

5 6 7

25

4
8

16

5 mm

40 x 25 mm

6 mm

M6

ø 5 mm

L

ø 8 mm

100

50

50

Made in 
Germany

max 9 m 
LOA 

5 mm counter
sunk screws

profile 
25 x 4 

self-service
card

Advantages:

•  aluminum seawater resistant
anodized

•  stainless steel

•  suitable for boats with 
9 m LOA

•  genua slides manufactured of
an extruded section, i.e.
- high accuracy grade
- high consistency
- no air inclusions

•  genua slide equipped with
plastic sliding shoes: noise
reduction, increased sliding
ability, material preservation,
optimal running!

•  fork part of the genua slide
with rubber wedge, to avoid
pitching on deck

•  large range of different track
lengths and slide types

tracks and slides 25 x 4 mm

bearing
length

mm
art.-no. specifics

1

t-track 25 x 4 mm
aluminum seawater resistant
anodised, silver
special lengths up to 3 m 
are possible on request

1000
1500
2000
2500

35457 100 54
150 54
200 54
250 54

2

genua slide „cockpit adjustment“
with sliding shoe
aluminum silver anodised
plastic sheave, bolt
stainless steel with mounted shackle, 
rotatable sheave, preserved of pitching
on deck

88 35460 025 54

3

end piece for genua slide „cockpit
adjustment“ mountable with allen
wrench without boring with fixly
mounted midi-block with sliding bearing

90 35461 025 54

4
end piece, 1 pair
plastic black
mounting in front of the track

35459 025 63

5
genua slide silver anodised
with sliding shoe
sheave aluminum

88 35458 250 54
loose 

sheave 17062

6
genua slide black anodised
with sliding shoe
sheave aluminum

88 35458 250 53
loose 

sheave 17062

7 sliding shoe 88 14808
suitable for

35458 250 54
35458 250 53

Please note the actual complementing references on www.sprenger.de

special delivery from a track
length of 150 cm on
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25

4
8

16

1

2 3

4 5

6

90

L

ø 8 mm
ø 6 mm

7

11

ø 8 mm

ø 3,3 mm

26

13

self-service
card

Made in 
Germany

max 9 m 
LOA 

profile 
25 x 4 

tracks and slides 25 x 4 mm

bearing
length

mm

inner
width
mm

width  
mm

art.-no. specifics

1
slide with ball bearing block
for 12 mm rope, welded
strap with mounted spring

88 35570 025 55 for rope 12 mm

2
slide for spray hoods
stainless steel
with swivel

65 35558 025 55
suitable for T-profile

track 25 x 4 35457

3
slide with bow
stainless steel
bow longitudinal

65 35522 025 55
suitable for T-profile

track 25 x 4 35458

4
slide for spray hoods
stainless steel, welded
nut M8 and counter nut, fork part

65 35528 025 55
suitable for T-profile

track 25 x 4 35459

5
mast slides
stainless steel
suitable for mast track 36511

19
23
28

36501 019 55
023 55
028 55

suitable for 
mast track

36511 018 55
36511 022 55
36511 027 55

6
mast track stainless steel
profile track
length 5m

5000
5000
5000

18
22
27

36511 018 55
022 55
027 55

material strength 1,5 mm
material strength 1,5 mm
material strength 1,5 mm

Please note the actual complementing references on www.sprenger.de
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66

32
6

9
18

1

2 3 4

5

6 mm

Ø 10 mm

L

55 x 39 mm

100

50

50

Made in 
Germany

max 12 m 
LOA 

6 mm counter
sunk screws

profile 
32 x 6 

self-service
card

Advantages:

•  aluminum seawater resistant
anodized

•  suitable for boats with 
12 m LOA

•  genua slides manufactured of
an extruded section, i.e.
- high accuracy grade
- high consistency
- no air inclusions

•  genua slide equipped with
plastic sliding shoes: noise
reduction, increased sliding
ability, material preservation,
optimal running!

•  fork part of the genua slide
with rubber wedge to avoid
pitching on deck

•  large range of different track
lengths (up to 6 m)

tracks and slides 32 x 6 mm

length
mm

art.-no. specifics

1

T-track 32x6 mm
aluminum seawater resistant
anodised, silver
special lengths up to 6 m 
are possible on request

1000
1500
2000

35452 100 54
150 54
200 54

2
genua slide silver anodised,
with sliding shoes
sheave aluminum

110 35458 320 54
loose 

sheave 17090

3
genua slide black anodised,
with sliding shoes
sheave aluminum

110 35458 320 53
loose 

sheave 17090

4
end piece, 1 pair
plastic black
mounted in front of the track

35459 032 63

5 sliding shoe
plastic black 14809

for one slide are
2x 14809 essential

Please note the actual complementing references on www.sprenger.de

special delivery from a track
length of 150 cm on
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2

3

4

68

Made in 
Germany

tube-Ø
16 mm

fix length
length 

60 - 140 cm
self-service

card

Vorteile:

•  fix length of 60 cm to 140 cm

•  aluminum, silver (seawater
resistant anodized) or black
(powder-coated)

•  light weight

•  handle of smooth and light
caoutchouc

•  fix joint (stainless steel)

•  detachable joint (rubber with
rope)

•  Made in Germany

tiller extensions

tube Ø
mm

length
cm

length art.-no.

1
tiller extension (silver)
with cell caoutchouk handle
joint: stainless steel, fix

16

60
75
90

100
110
120

fix

38860 060 54
075 54
090 54
100 54
110 54
120 54

2
tiller extension (silver)
with cell caoutchouk handle
joint: rubber with rope, detachable

16

60
75
90

100
110
120

fix

38883 060 54
075 54
090 54
100 54
110 54
120 54

3
tiller extension (black)
with cell caoutchouk handle
joint: rubber with rope, detachable

16

60
75
90

100
110
125
140

fix

38884 060 59
075 59
090 59
100 59
110 59
125 59
140 59

4

tiller extension (black)
with cell caoutchouk handle
joint: rubber with rope, detachable
including magnet, with fitting

16 60
80 fix

38884 069 59
089 59

Please note the actual complementing references on www.sprenger.de
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1

2

3

4

Made in 
Germany

tube-Ø
16 / 19 mm

telescopique
length cm

length 
60 - 230 cm

self-service
card

Advantages:

•  telescopic lengths from 60
cm to 230 cm

•  aluminum silver (seawater
resistant anodized)

•  light weight

•  handle of smooth and very
light caoutchouc

•  fix joint (stainless steel)

•  detachable joint (rubber with
rope)

•  Made in Germany

tiler extension fittings

tube Ø
mm

length
cm

length art.-no.

1
telescopic tiller extension
with cell caoutchouk handle
joint: stainless steel

19

70 - 100 
90 - 140 

110 - 180 
150 - 230 

telescopic

38865 070 54
090 54
110 54
150 54

2
telescopic tiller extension
with cell caoutchouk handle
joint: rubber with rope, detachable

19

70 - 100 
90 - 140 

110 - 180 
150 - 230 

telescopic

38867 070 54
090 54
110 54
150 54

3

telescopic tiller extension
lockable
joint: stainless steel

By equipment with two bored 
rings and one additional fixable cleat 
(will be delivered) the extension can be 
locked by its telescopic attribute in 
every demanded position. 19

60 -  90 
75 - 125 

100 - 170 
telescopic

38868 060 54
075 54
100 54

4
tiller extension wichard
wichard-art.-no.: 7550
wichard-art.-no.: 7551

20 70 - 100 
80 - 120 telescopic

38882 070 54
080 54

Please note the actual complementing references on www.sprenger.de
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1 2 3

4 5 6

7 8

B1

L1

L3

Ø2Ø2

Ø1

L2

Ø1

Ø 13 mm

Ø1

L2

32 mm

self-service
card

tube Ø
mm

L1
mm

L2
mm

L3
mm

B
mm

Ø1
mm

Ø2
mm

art.-no.

1
tiller connection
with base plate
stainless steel

77 35 22 10 5 5 38850 000 55

2

tiller connection
with base plate
and Kardan joint
stainless steel

16 102 35 35 16 5 4 38863 016 55

3
tiller connection
with base plate
stainless steel

16 
19 

83
83

35
35

35
35

16
19

5 
5 

4 
4 

38861 016 55
38861 019 55

4
clip for tiller extension
plastic (black)
1 set = 2 pcs

16 4 38855 016 63

5
clip for tiller extension
plastic (black)
1 set = 2 pcs

19 20 4 38855 018 63

6
tube clip - Wichard
plastic (black)
suitable for 38882 … 54

20 38858 020 63

7
rubber joint (detachable)
with rope inlay
incl. rivet 4 mm

16 32 5 38866 016 00

8 cell caoutchouc handle
very light and handy

16 
16 

for fix lengths - approx. 36 cm
for telescopic - approx. 27 cm

38888 016 00
38888 017 00

Please note the actual complementing references on www.sprenger.de

tiler extension fittings
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5

6

7

1 2

3 4

B

B

H

L
L

L
1

L

Advantages:

•  manufactured of high quality
materials

•  quality sailing cloth

•  stainless steel

L L1 B H Ø art.-no.

1 wind indicator without
counter weight, without clip

100
125
150

150
170
190

370
370
370

38045 100 55
125 55
150 55

2 wind indicator without 
counter weight, without clip

100
125
150

150
170
190

370
370
370

38035 100 55
125 55
150 55

3 indicator with counter weight
with thread M5 100 150 330 38044 100 55

4 wind indicator for optimists 75 130 390 38022 000 00

5 clip for wind indicator
suitable for 38035 and 38045 75 42 10 3 38055 000 55

6 wind indicator replacement
cloth, spi cloth red

100
125
150

150
170
190

38060 100 00
125 00
150 00

7 protest flag with
hook and loop fastener

120
160

190
250

38050 001 00
002 00

Please note the actual complementing references on www.sprenger.de

wind indicators
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4 5 6

7 8

72

B1

B2

D

13

10 8

L1

shackles

~ kg 
D

mm
L1

mm
B 1
mm

B 2
mm

art.-no.

1
shackle cambered
stainless steel
forged

600
1000
1500
2500
4000
6000

4
5
6
8

10
12

21
26
32
37
49
55

9
10
12
16
21
25

15
18
21
25
32
39

34600 904 56
905 56
906 56
908 56
910 56
912 56

2
shackle cambered
stainless steel
forged

600
1000
1500
2500
4000
6000

4
5
6
8

10
12

14
17,5
21
28
35
42

8
10
12
16
20
24

14
17
21
28
35
42

34600 004 56
005 56
006 56
008 56
010 56
012 56

3
shackle straight
stainless steel
forged

600
1000
1500
2500
4000
6000

4
5
6
8

10
12

14
17,5
21
28
35
42

8
10
12
16
20
24

34610 004 56
005 56
006 56
008 56
010 56
012 56

4
shackle straight
stainless steel
forged

480
750

1100
1800
3000

4
5
6
8

10

30
37,5
45
60
75

8
10
12
16
20

34614 004 56
005 56
006 56
008 56
010 56

~ kg 
D

mm
L1

mm
B 1
mm

art.-no.

5
shackle turned
stainless steel
forged

400
625
900

1500
2500

4
5
6
8

10

22
27,5
33
44
55

8
10
12
16
20

34619 004 56
005 56
006 56
008 56
010 56

6

shackle cambered
with captive bolt
stainless steel
forged

1000
1500
2500
4000
6000

5
6
8

10
12

17,5
21
28
35
42

10
12
16
20
24

34631 005 56
006 56
008 56
010 56
012 56

7

shackle straight
with captive bolt
stainless steel
forged

1000
1500
2500
4000
6000

5
6
8

10
12

17,5
21
28
35
42

10
12
16
20
24

34632 005 56
006 56
008 56
010 56
012 56

8

the original
SPRENGER
shackle key
stainless steel

34695 000 55

pos. 1-7 forged

Please note the actual complementing references on www.sprenger.de

stainless
steel

self-service
card

Modifications of our articles in form and execution remain reserving
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1 2 3

4 5 6

7 8

L
D

B1

L1

L2

key shackles

Please note the actual complementing references on www.sprenger.de

~ kg ~ kg 
D

mm
L

mm
L1

mm
L2

mm
B1

mm
Wichard-

no.

art.-no.

1
key shackle
without bar, AISI 316. stainless steel
cast

1000
1400
2500

5
6
8

38
43
60

12
15
20

34625 005 56
006 56
008 56

2
key shackle
with bar, AISI 316. stainless steel
cast

1000
1400
2500

5
6
8

38
43
60

21
23
32

11
14,5
21

13
15
20

34621 005 56
006 56
008 56

3
Wichard
key shackle
with bar, stainless steel

500
650

1000

1200
1700
2500

5
6
8

21
25
34

12
15
20

13
16
21

81432
81433
81434

34621 005 55
006 55
008 55

4
Wichard
halyard shackle stainless steel with
glass fiber enhanced polypropylene head

1000
1520

3000
5000

8
10

41
51

16
20

1494
1495

34628 008 55
010 55

5
Wichard
key shackle
without bar, stainless steel

500
650

1000

1200
1700
2500

5
6
8

37
44
59

13
16
21

1432
1433
1434

34625 005 55
006 55
008 55

6
Wichard
shackle extra wide
stainless steel

256
320
768

1280

1100
1450
2700
4300

5
6
8

10

36
42
57
72

20
25,5
32
40

1262
1263
1264
1265

34615 005 55
006 55
008 55
010 55

7

brass shackle
l. polished
I. chromed
gold plated
II.polished
II.polished

3
3
3
6
9

15
15
15
21
29

9
9
9

13
14

34600 003 33
003 35
003 38
005 33
009 33

8 Wichard
shackle key 90 34699 000 55

Modifications of our articles in form and execution remain reserving

self-service
card
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1 2 3

4 5 6

7 8

L

B

A

self-service
card

Made in 
Germany

stainless
steel

flat material shackles

Please note the actual complementing references on www.sprenger.de

~ kg ~ kg 

bolt Ø
A

mm
L

mm
B

mm mm

art.-no.

1 long-shackle with
bolt and ring

225
225

900
900

5
5

36
36

18
14

1,5
1,5

34670 000 55
34671 000 55

2 short shackle with
bolt and ring 

187
250

750
1000

5
5

17
21

8
9

1
1,5

34672 001 55
002 55

3 shackle, wide

250
275
325
400

1000
1100
1300
1600

M5 x 25
M5 x 29
M6 x 31
M6 x 31

18
21
25
25

11
15
17
17

2
2
2

2,5

34680 004 55
005 55
007 55
008 55

4 shackle, narrow

150
250
275
325

600
1000
1100
1300

M4 x 20
M5 x 21
M5 x 25
M6 x 28

16
19
22
25

8
8

12
13

1
2
2
2

34681 003 55
004 55
005 55
007 55

5 shackle with lens 
head screw DIN 85

250
275
325

1000
1100
1300

M5 x 16
M5 x 20
M6 x 23

18
21
24

11
15
16

2
2
2

34682 004 55
005 55
007 55

6 shackle with bolt
and cotter bolt 400 1600 6 37 25 3,0 34684 000 55

7 key shackle 400 1600 6/4 23/40 16 3,0 34686 000 55

8 twisted shackle 275
400

1300
1600

6
6

23
21

12
16

2
2

34687 007 55
008 55
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1

2

3 4

*
*
*

B

C

B

L

A

C

B

L

A

C

B

B

L

A

Made in 
Germany

A
mm

B
mm

C 
mm

L
mm

int. 
size

art.-no.

1 piston hank for sewing,
brass II. polished

6
8

13
15
16
19
22
25

5
5,5
6,5
8
9

10
8

11

5
5,5
6,5
9

13
13
8

11

40
50
60
70
80
90

115
135

0
1
2
3
4
5
6
7

36030 040 33
050 33
060 33
070 33
080 33
090 33
115 33
135 33

2 press-on piston hank
brass II. polished

7
8

12
15
16

4,5
6
7
9

11

40
50
60
70
80

0
1
2
3
4

36035 040 A3
050 A3
060 A3
070 A3
080 A3

3 press-on piston hank
brass II. polished

7
12
15

4,5
7

11

50
60
70

36033 050 33
050 33
060 33

4 piston hank  
brass II. polished

33 x 25
40 x 30

7
10

80
100

36025 080 33
100 33

piston hanks

Please note the actual complementing references on www.sprenger.de

* only while stocks last
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1 2 3

4 5 6

7 8 9

44

28

*

*

25

10

Ø 5 mm

11

ø 5 mm

Ø 5 mm

Ø 5 mm Ø 5 mm

63 

stainless 
steel

Advantages:

•  easily running plastic ball
bearing

•  enhancing strap of stainless
steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 8 (mm rope-Ø) in the
enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves 27 x 11,5mm of high
quality UV-resistant plastic

•  bow/swivel: 
interchangeable = end-no. 00
riveted = end-no. 55

•  low weight 

•  Made in Germany

•  excellent price/performance
ratio

ball bearing blocks for 8 mm rope

breaking load
~ 600 kg 

working load
~ 150 kg 

plastic
ball bearing

Ø max. 8 mm
Made in 

Germany
self-service

card
xxxxx xxx 00

bow detachable
34995 002 55

24/29 x 40
35985 001 55

suitable swivel 

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 1 sheave, bow 27 x 11,5 35250 600 00 40

2 1 sheave, swivel 27 x 11,5 35250 700 00 37

3 1 sheave, hollow axles 27 x 11,5 35250 800 55 21

4 1 sheave, u-swivel 27 x 11,5 35250 750 55 44

5 1 sheave, thru-bow 27 x 11,5 35250 900 55 28

6 1 sheave, becket,
bow/swivel 27 x 11,5 35253 600 00 44 35253 700 00 49

7 cheek block with strap black
sintered 27 x 11,5 35147 001 90 37

8 simple block with swivelling
base plate 27 x 11,5 35280 500 00 43

9 block with mounted fairlead
and spring 27 x 11,5 35281 000 55 40

* only while stocks last
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1 2 3

4 5 6

7 8 9

44

28

Ø 25 mm

stainless
steel

Advantages:

•  easily running plastic ball
bearing

•  enhancing strap of stainless
steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 8 (mm rope-Ø) in the
enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves 27 x 11,5mm of high
quality UV-resistant plastic

•  bow/swivel: 
interchangeable = end-no. 00
riveted = end-no. 55

•  low weight 

•  Made in Germany

•  excellent price/performance
ratio

ball bearing blocks for 8 mm rope

breaking load
~ 600 kg 

working load
~ 150 kg 

plastic
ball bearing

Ø max. 8 mm
Made in 

Germany
self-service

card
xxxxx xxx 00

bow detachable
34995 002 55

24/29 x 40
35985 001 55

suitable swivel 

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 2 sheaves, bow 27 x 11,5 35251 600 00 48

2 2 sheaves, becket
bow/swivel 27 x 11,5 35254 600 00 60 35254 700 00 66

3 3 sheaves,
bow/swivel riveted 27 x 11,5 35252 600 55 67 35252 700 55 77

4 3 sheaves, becket,
bow/swivel riveted 27 x 11,5 35255 600 55 80 35255 700 55 89

5 stanchion block 
for 25mm Ø, tipping and turning 27 x 11,5 35162 600 55 56

6 double block (traveller block) 27 x 11,5 35275 900 55 55

7 1 sheave, becket, cam cleat,
swivel 27 x 11,5 35270 790 55 125

8 3 sheaves, becket, cam cleat,
swivel 27 x 11,5 35271 790 55 146

9 suitable spring
suitable swivel

34995 002 55
35985 001 55

7
11
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1 2 3

4 5 6

7 8 9

44

28

Ø 25 mm

stainless
steel

Advantages:

•  sliding bearing strongly
loadable

•  enhancing strap of stainless
steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 8 (mm rope-Ø) in the
enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves 27 x 11,5 mm of high
quality UV-resistant plastic

•  bow/swivel: 
interchangeable = end-no. 00
riveted = end-no. 55

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

sliding bearing blocks for 8 mm rope

breaking load
~ 600 kg 

working load
~ 150 kg 

plastic
sliding bearing

Ø max. 8 mm
Made in 

Germany
self-service

card
xxxxx xxx 00

bow detachable
34995 002 55

24/29 x 40
35985 001 55

suitable swivel 

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 1 sheave, bow 27 x 11,5 35250 100 00 33

2 1 sheave, swivel 27 x 11,5 35250 200 00 40

3 1 sheave, thru-bow 27 x 11,5 35250 400 55 31

4 1 sheave, bow, becket 27 x 11,5 35253 100 00 45

5 2 sheaves, bow 27 x 11,5 35251 100 00 53

6 2 sheaves, bow/swivel, becket 27 x 11,5 35254 100 00 66 35254 200 00 74

7 stanchion block for 25 mm Ø, 
tipping and turning 27 x 11,5 35162 100 55 59

8 suitable spring 34995 002 55 7

9 suitable swivel 35985 001 55 11



1 2 3

4 5 6

7 8

75

Ø

L
1

self-service
card

snap hooks

Please note the actual complementing references on www.sprenger.de

~ kg 
L

mm Ø mm mm

art.-no.

1
snap hook
AISI 316
stainless steel

570
670
750
870

1150
1250

30
40
50
60
70
80

100
120

3
4
5
6
7
8

10
11

31300 030 56
040 56
050 56
060 56
070 56
080 56
100 56
120 56

2

snap hook
with thimble
AISI 316
stainless steel

570
670
750
870

1150
1250

40
50
60
70
80

100
120

4,5
7
8
8

12
15
18

4
5
6
7
8

10
11

31301 040 56
050 56
060 56
070 56
080 56
100 56
120 56

3

snap hook
with screwing
AISI 316
stainless steel

50
60
70
80

100
120

5
6
7
8

10
11

31302 050 56
060 56
070 56
080 56
100 56
120 56

4

snap hook
with screwing
and thimble
AISI 316
stainless steel

50
60
70
80

100
120

6
7
9
9

12
17

5
6 
7
8

10
11

31303 050 56
060 56
070 56
080 56
100 56
120 56

L
mm mm

art.-no.

5

aluminum 
snap hook
not for climbing
1 pcs on self-service
card

50
60
70
80

5
6
7
8

31950 050 54
060 54
070 54
080 54

5
9 

16
25

6

aluminum 
snap hook
not for climbing
1 pcs on self-service
card

50
60
70
80

5
6
7
8

31951 050 54
060 54
070 54
080 54

5
9

16
25

7

aluminum 
snap hook
not for climbing
1 pcs on self-service
card

50
60
70
80

5
6
7
8

31952 050 54
060 54
070 54
080 54

5
9

16
25

8

aluminum 
snap hook
not for climbing
1 pcs on self-service
card

80 8 31953 080 54 25

Modifications of our articles in form and execution remain reserving



76

1 2

3 4 5

6 7

ø

L

snap hooks

Please note the actual complementing references on www.sprenger.de

~ kg ~ kg 
L

mm
eye

Ø mm mm
Wichard-

no.

art.-no.

1
snap hook
AISI 316
stainless steel

65
75

10
13

31181 065 56
075 56

2
double snap hook
AISI 316
stainless steel

105 13 *31182 105 56

3

snap hook
cast
AISI 316
stainless steel

220
600

1100

50
70

100

31290 050 56
070 56
100 56

4
Wichard snap hook
forged
stainless steel

75
200
450

300
800

1800

50
75

100

2480
2481
2482

31290 050 55
075 55
100 55

5
Wichard snap hook
with belt collet
stainless steel

200 300 60 30 2284 31916 060 55

6
snap hook asymmetric
AISI 316
stainless steel

60
80

100
120

10
13
15
20

6
8

10
12

31324 060 56
080 56
100 56
120 56

7
Wichard snap hook
asymmetric
stainless steel

450
960

1250
1800

800
1500
2200
3200

60
80

100
120

7
11
13
16

6
8

10
12

2323
2325
2326
2327

31324 060 55
080 55
100 55
120 55

stainless
steel

* only while stocks last  /  Modifications of our articles in form and execution remain reserving

self-service
card
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1 2 3

4 5 6

7 8

ø D

B

L

40
28

18
34

L
73

,5

B

~ kg ~ kg 
L

mm
bolt-
Ø D mm mm

Wichard-
no.

art.-no.

1 buoy swivel
stainless steel 1125 4500 110 10 22 5 35965 110 55

2 swivel
stainless steel 375 1500 70 20 6 35970 000 55

3
swivel fork/eye
AISI 316, stainless steel
cast

66 12 6 35932 066 55

4
swivel fork/fork
AISI 316, stainless steel
cast

1300
2500
3500
6000

66
94

118
152

6
8

10
13

12
16
20
26

35933 006 56
008 56
010 56
013 56

5 Wichard swivel fork/eye
stainless steel

1440
3200

2800
5500

70
105

8
10

11
18

2364
2365

35938 070 55
105 55

6
Wichard moorings swivel
safety by high breaking loads
stainless steel 316L

1760
2960

4000
5500

130
150

2442
2443

37808 130 55
150 55

7
swivel eye/eye
AISI 316. stainless steel
cast

60
65
88

115

13
15
20
24

5
6
8

10

35971 005 56
006 56
008 56
010 56

8 ball bearing swivel
stainless steel 875 3500 88 31060 088 55

swivel

Please note the actual complementing references on www.sprenger.de

Modifications of our articles in form and execution remain reserving

self-service
card

swivelling
stainless

steel



*

*

79

1 2 3

4 5 6

7 8 9

B

A

B

~ kg 
L

mm
bolt-
Ø D

A
mm

B
mm mm

art.-no.

1 swivel shackle
stainless steel

850
900

1000
1100

41
41
47
55

5
5
6
6

7
10
12
14

8
9

12
14

1,5
1,5
1,7
2,0

35945 000 56
001 56
002 56
003 56

2 swivel shackle
stainless steel 450 45 5 8 9 1,5 35957 045 56

3 swivel shackle
stainless steel 800 51 5 10 13 1,7 35958 050 56

4 swivel shackle
stainless steel 1000 62 6 13 13 2,0 35959 060 56

5 flag swivel
brass II. polished 200 50 18 31000 000 33

6 flag swivel
brass II. polished 40 35990 040 33

7 ball bearing swivel
brass II. polished

700
1000
1200
1600
2500

50
70
80

105
135

9
13
15
24
28

12
21
27
29
40

31050 052 33
070 33 
080 33
105 33
135 33

8 swivel fork/eye
brass II. polished 800 70 8 13 35930 070 33

9 flag swivel
brass II. polished

65
90

35960 065 33
090 33

swivel

Please note the actual complementing references on www.sprenger.de

* only while stocks last  /  Modifications of our articles in form and execution remain reserving

self-service
card

swivelling
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1 2 3

4 5 6

Modifications of our articles in form and execution remain reserving

~ kg ~ kg 
L

mm
A

mm
B

mm
bolt-

Ø mm
Wichard-

no.

art.-no.

1

snap shackle
AISI 316
stainless steel
cast

1155
2400
3870

35
52
66
96

11
12
16
22

7
9

12
16

36053 035 56
050 56
070 56
095 56

2

snap shackle
AISI 316
stainless steel
cast

1140
2250
3500

70
87

120

12
16
22

12
16
22

36054 070 56
090 56
120 56

3

snap shackle
AISI 316
stainless steel
cast

500
900

2000
3800

70
90

128

16
20
30

10
13
20

6
8

10

36055 070 56
090 56
130 56

4 snap shackle
stainless steel

960
1280

2000
3000

50
70

16
21

10
13

2471
2472

36053 050 55 
070 55

5 snap shackle
stainless steel

960
1280

2000
3700

70
90

16
21

11
14

2473
2475

36054 070 55
090 55

6 snap shackle
brass II. polished

150
162

600
650

45
60

12
13

18
28

36050 045 33
060 33

snap shackles

Please note the actual complementing references on www.sprenger.de

self-service
card

stainless
steel
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1 2

3

4

5 6

L
A

B

A

B

B

D LL
2

Modifications of our articles in form and execution remain reserving

~ kg ~ kg 
L

mm
L2

mm
A

mm
B

mm
D

mm mm
Wichard-

no.

art.-no.

1
racing shackle Wichard
easy opening even under high load
high resistance steel, magnetic

880
1280
1600
2400

1500
2300
3200
4200

70
80
90

110

14
16
20
25

11
12

13,5
16

2673
2674
2675
2676

36063 070 55
080 55
090 55
110 55

2
racing shackle Wichard
easy opening even under high load
high resistance steel, magnetic

880
1280

1500
2000

80
90

14
16

19
23

2773
2774

36066 080 55
090 55

3
screw link (reefing shackle)
AISI 316
stainless steel

36
40

48,5
58
65
75

29
32

38,5
46
51
59

10
11,5
13

14,5
16,5
17,5

5
5,4
6,5
7,5
8

10

3,5
4
5
6
7
8

36100 003 56
004 56
005 56
006 56
007 56
008 56

4 inglefield clip
seawater-resistant anodised aluminum 450 40 11 36120 040 54

5 quick fastener
stainless steel

24
32
36

9
12
13

6
8
9

36105 006 56
008 56
009 56

6 spare chain link
for being riveted

35
40

9
11

6
8

36101 006 56
008 56

racing shackles

Please note the actual complementing references on www.sprenger.de

self-service
card

stainless
steel
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1 2 3

4

6 7

5

L2
L

1Ø

L
2

L1

Ø

Modifications of our articles in form and
execution remain reserving

eye bolts

Please note the actual complementing references on www.sprenger.de

~ kg ~ kg thread eye-Ø mm mm mm
Wichard-

no.

art.-no.

1
ring nut
AISI 316
stainless steel

M  6
M  8
M 10
M 12

16
20
25
30

28
36
45
53

6
8

10
12

34221 006 56
008 56
010 56
012 56

2
ring screw
AISI 316
stainless steel

M  6
M  8
M 10
M 12

16
20
25
30

41
50
60
73

13
13
15
20

6
8

10
12

34223 006 56
008 56
010 56
012 56

3 ring nut
stainless steel

1500
2200
3000
4500
4800
5200

M  6
M  8
M  8
M 10
M 10
M 12

13
13
17
17
22
22

27
27
36
36
46
46

6
6
8
8

10
10

6333
6334
6344
6345
6355
6356

34222 000 55
001 55
002 55
003 55
004 55
005 55

4
eye bolt
AISI 316
stainless steel

1400
1400
2500
2500
3900
5600

M  6 
M  6 
M  8 
M  8 
M 10 
M 12 

12
12
13
13
16
18

40
60
80

100
100
120

34
54
70
90
88

105

34248 001 56
002 56
003 56
004 56
005 56
006 56

5 eye bolt
stainless steel

560
560
960
960

1600
2400

900
900

1500
1500
2700
3500

M  6 
M  6
M  8
M  8
M 10
M 12

12
12
14
14
16
18

40
60
80

100
100
120

34
54
70
90
88

105

5
5
6
6
7
8

6490
6491
6492
6493
6495
6497

34293 004 55
006 55

34294 080 55
100 55

34295 100 55
34298 120 55

6
eye bolt with large overlay
AISI 316
stainless steel

M  6 
M  8 
M 10 
M 12 

12
14
16
18

60
80

100
100

34249 001 56
002 56
003 56
004 56

7
eye bolt with wood thread
AISI 316
stainless steel

M  6 
M  8 
M 10 
M 12 

14
20
24
30

60
60
80

100

40
40
50
60

34247 001 56
002 56
003 56
004 56

self-service
card

stainless
steel
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1 2 3

4 5 6

L

A

L
1

L
3

L
2

L
3

~ kg ~ kg 
L

mm
L1

mm
L2

mm
L3

mm
A

mm thread washers mm
Wichard-

no.

art.-no.

1 U-bolt
stainless steel

84
100
70

125

55
63
32
74

45
50
21
60

22
25
26
35

25,5
30
31
41

M  5
M  8
M  8
M 10

160 21
160 22
160 22
160 61

34231 001 55
002 55
028 55
070 55

2 U-bolt
stainless steel 600 2400 84 55 45 22 25,5 M  6 160 31 34234 001 55

3 washer
stainless steel

45 x 15 mm
55 x 15 mm
46 x 15 mm
71 x 20 mm

160 21
160 22
160 31
160 61

4
U-bolt 
AISI 316
stainless steel

80
90
80

100
115
150

48
55
40
52
80
85

30
28
30
35
25
51

28
27
25
35
38
46

M  5
M  6
M  8
M  8
M 10
M 12

7
8

10
10
12
14

34246 000 56
001 56
002 56
003 56
004 56
005 56

5 U-bolt
stainless steel

640
1280
2400
3600

2000
3000
4800
7000

60
70
80
90

30
35
40
45

24
27
30
32

28
32
36
40

M  5
M  6
M  8
M 10

5
6
8

10

6512
6513
6514
6515

34245 060 55
070 55
080 55
090 55

6

U-bolt
stainless steel
with waterproof rubber
collar
black

640
1280
1280
2400
2400
3600
3600
6400
6400

2000
3000
3000
4800
4800
7000
7000

10000
10000

60
70
90
80

100
90

110
110
130

30
35
55
40
60
45
65
50
70

21
24
24
25
25
26
26
27
27

28
32
32
36
36
40
40
44
44

M  5
M  6
M  6
M  8
M  8
M 10
M 10
M 12
M 12

5
6
6
8
8

10
10
12
12

65321
65331
65431
65341
65441
65351
65451
65361
65461

34243 000 55
001 55
002 55
003 55
004 55
005 55
006 55
007 55
008 55

U-bolts

Please note the actual complementing references on www.sprenger.de

Modifications of our articles in form and execution remain reserving

self-service
card

stainless
steel
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1 2 3

4

5

L1

L2

Ø

B

H

L
3

L1
mm

L2
mm

L3
mm

B
mm

H
mm

boring
hole

Ø mm

SB-
card
pc.

art.-no.

1 cleat
stainless steel

50
60
80

100

10
10
10
16

3,3
3,3
5,2
5,2

33801 050 55
060 55
080 55
100 55

2 cleat
brass polished 40 9 3,2 33800 040 33

3 cleat 
plastic black

80
110
145
180
210

22
28
35
45
52

3,9
5,1
6,1
7,2
8,5

2
2
2
1
1

39051 308 00
311 00
314 00
318 00
321 00

4
cleat
2-hole
aluminum silver anodised

80
100
125
150
200
250

22
25
31
37
52
60

10
15
19
22
32
37

9
10
12
16
23
30

4,2
5,2
5,2
6,4
6,4
8,4

33841 080 54
100 54
125 54
150 54
200 54
250 54

5
cleat
4-hole
aluminum silver anodised

80
100
125
150
200
250
320

27
31
41
43
63
70
88

26
34
39
45
52
58
80

10
14
19
22
32
36
47

12,5
13
14
18
25
30
38

4,2
4,2
5,2
5,2
6,4
6,4
8,4

33846 080 54
100 54
125 54
150 54
200 54
250 54
320 54

cleats

Please note the actual complementing references on www.sprenger.de

self-service
card

stainless
steel
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1  2 

3 4 5

6 7 8

L1

L2
Ø

H

B

B

B
1

L3 L2

L2

B
L1

Ø

L2
L1

L1
mm

L2
mm

L3
mm

H
mm

B
mm

B1
mm

for 
rope 
mm

boring
hole

Ø mm Ø

art.-no.

1

cleat
2-hole
AISI 316
stainless steel

100
125
150
200
250

30
40
50
55
70

50
65
81
90

105

13
16
21
25
27

14
18
22
25
28

4,5
5,5
6,5
8,5
8,5

33848 100 56
125 56
150 56
200 56
250 56

2

cleat
4-hole
AISI 316
stainless steel

100
125
150
200
250

30
40
51
56
54

14
16
18
26
30

35
46
60
60
65

25
30
42
42
46

5
5
6
6

6,5

33849 100 56
125 56
150 56
200 56
250 56

3

cleat
4-hole
AISI 316
stainless steel

150
200
250
300

58
72
91

100

20
24
30
33

44
52
67
71

26
34
44
49

6
6,5
8,0
8,5

33824 150 56
200 56
250 56
300 56

4
bitt
AISI 316
stainless steel

90
120

130
160

80
95

6
6

50
60

33830 050 56
060 56

5
deck fairleads
AISI 316
stainless steel

115 96 12 34350 115 56
(pair)

6
cleat
AISI 316
stainless steel

55
70
82

15
17
18

3 - 6
3 - 6
3 - 6

36660 001 56
002 56
003 56

7
cleat
AISI 316
stainless steel

54 17 3 - 6 36661 000 56

8
cleat
AISI 316
stainless steel

48 14 3 - 6 36662 000 56

cleats

Please note the actual complementing references on www.sprenger.de

self-service
card

stainless
steel
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1

2

3

4 5

A C B

L3

L2

L1

L1

Ø
A

before using 
please greace!

quality

~ kg

for

Ø thread
L1

mm
L2

mm
L3

mm
A

mm
B

mm
C

mm mm
eye-

Ø

art.-no.

1

turnbuckle 2 forks
precise cut 
thread, AISI 316
stainless steel

750
1100
2000
3100
4500
6000
8000

10200

2,5
3
4
5
6
7
8

10

M  5
M  6
M  8
M 10
M 12
M 14
M 16
M 20

190
220
255
300
385
425
475
540

130
150
180
220
270
300
350
360

78
92

105
124
148
165
190
210

5
6
8
9

12
12

16,5
16,5

7
8

9,5
12
14
14
16
20

9
10
12
14

22,5
22,5
26
30

3
4
4
5
5
5
6
6

36445 000 56
36446 000 56
36447 000 56
36448 000 56
36449 000 56
36450 000 56
36451 000 56
36452 000 56

2

turnbuckle 1 fork
and swage stud
precise cut 
thread, AISI 316
stainless steel

750
1100
2000
3100
4500

2,5
3
4
5
6

M  5
M  6
M  8
M 10
M 12

145
160
195
240
290

78
92

105
124
148

5
6
8
9

12

7
8

9,5
12
14

9
10
12
14

22,5

3
4
4
5
5

36485 000 56
36486 000 56
36487 000 56
36488 000 56
36489 000 56

3

turnbuckle 1 fork with 
left thread
precise cut 
thread, AISI 316
stainless steel

750
1100
2000
3100
4500

2,5
3
4
5
6

M  5
M  6
M  8
M 10
M 12

160
185
220
260
328

105
120
145
170
210

78
92

105
124
148

5
6
8
9

12

7
8

9,5
12
14

9
10
12
14

22,5

3
4
4
5
5

36445 001 56
36446 001 56
36447 001 56
36448 001 56
36449 001 56

4
toggle
AISI 316
stainless steel

1000
1300
1900
3000
4000

22
27
31
36
50

5
6
8

10
12

5,8
6,8
8,8
12

12,8

5,5
6,5
8,5
10
13

36466 005 56
006 56
008 56
010 56
012 56

5
pelican hook
AISI 316
stainless steel

M 6
M 8

75
100

~13
~15

13
15

36260 006 56
008 56

turnbuckles

Please note the actual complementing references on www.sprenger.de

excellent quality

first-class polished     

precise manufacturing

self-service
card

stainless
steel
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1 2 3

4 5

L1

L2

F

E

B

Ø

quality

stainless
steel

~ kg

for

Ø thread
bolt

Ø mm
L1

mm
L2

mm
E

mm
F

mm
G

mm mm
B

mm
eye-

Ø

art.-no.

1

swage stud
right thread
AISI 316
stainless steel

600
700
700

1100
1100
1600
2500

2,5
3
4
4
5
5
6

M  5
M  6
M  6
M  8
M  8
M 10
M 12

72
80
95

102
120
130
143

36
40
45
53
53
63
70

2,8
3,3
4,3
4,3
5,2
5,2
6,7

24
31
40
40
56
56
61

5,5
6,2
7,3
7,3
9
9

12,4

36471 000 56
001 56
064 56
002 56
085 56
003 56
004 56

2

swage stud
left thread
AISI 316
stainless steel

700
1100
1600
2500

3
4
5
6

M  6
M  8
M 10
M 12

80
102
130
143

40
53
63
70

3,3
4,3
5,2
6,7

31
40
56
61

6,2
7,3
9

12,4

36473 001 56
002 56
003 56
004 56

3
eye terminal
AISI 316
stainless steel

600
700

1100
1600
2500

2,5
3
4
5
6

51
62
74
90

109

2,8
3,3
4,3
5,2
6,7

30
32
39
56
61

5,5
6,2
7,3
9

12,4

4
4
6
7
8

12,5
13
17
22
27

6
6,5
8,6

10,2
12,8

36470 000 56
001 56
002 56
003 56
004 56

4
T-terminal
AISI 316
stainless steel

3
4
5
6

84
100
115
140

36474 001 56
002 56
003 56
004 56

5
fork terminal
AISI 316
stainless steel

600
700

1100
1600
2500

2,5
3
4
5
6

5
6
8

9,5
9,5

60
74
85

101
123

2,8
3,3
4,3
5,2
6,7

24
32
39
56
61

5,5
6,2
7,3
9

12,4

36472 005 56
006 56
008 56
010 56
012 56

terminals

Please note the actual complementing references on www.sprenger.de

excellent quality

first-class polished     

precise manufacturing
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1 2 3

4 5 6

7 8

L

B

L
mm

B
mm mm

boring
for

art.-no.

1
strap hinge
6 holes
stainless steel

80 30 1,5
counter sunk

screw
5 mm

33510 000 55

2
strap hinge
4 holes
stainless steel

50 30 1,5
counter sunk

screw
5 mm

33510 001 55

3
strap hinge
5 holes
stainless steel

65 30 1,5
counter sunk

screw
5 mm

33510 002 55

4
strap hinge
6 holes
stainless steel

110 30 1,5
counter sunk

screw
5 mm

33510 003 55

5
strap hinge
6 holes
stainless steel

100 40 2,0
counter sunk

screw
5 mm

33515 100 55

6
strap hinge
6 holes
stainless steel

150
200
250

40
40
40

2,0
2,0
2,0

counter sunk
screw
5 mm

33515 150 55
200 55
250 55

7
strap hinge 4 holes
AISI 316
stainless steel

103 27 4,5
counter sunk

screw
5 mm

33540 000 56

8
strap hinge 6 holes
AISI 316
stainless steel

98 37 4,5
counter sunk

screw
5 mm

33541 000 56

stainless steel strap hinges

Please note the actual complementing references on www.sprenger.de

self-service
card

stainless
steel
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1 2 3

4 5 6

7 8 9

L

L
L

8 mm24

B
B

2
9

B

27 L

L
mm

B
mm

art.-no.

1

plastic strap hinge
black plastic, high impact, heat- and 
cold resistant bolt of stainless steel, 
holes for 5mm counter sunk screws

140 40 33520 001 63

2

plastic strap hinge
black plastic, high impact, heat- and 
cold resistant bolt of stainless steel, 
holes for 5mm counter sunk screws

110 40 33520 002 63

3

plastic strap hinge
black plastic, high impact, heat- and 
cold resistant bolt of stainless steel, 
holes for 5mm counter sunk screws

75 40 33520 003 63

4

plastic strap hinge
black plastic, high impact, heat- and 
cold resistant bolt of stainless steel, 
holes for 5 mm counter sunk screws

50 65 33521 003 63

5 fastener with counter plate
brass chrome plated

60
105

33355 000 32
33357 000 32

6 fastener with counter plate
brass chrome plated

60
105

33358 000 32
33359 000 32

7
hatch fastener
brass chrome plated
with 6 mm boring for lock

33335 000 32

8

overfall
stainless steel
fender cleat
stainless steel

90 30 33345 000 55

37921 016 55

9 sash fastener
brass polished 38 16 33450 000 33

strap hinges and fasteners

Please note the actual complementing references on www.sprenger.de

self-service
card
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1 2 3

4 5 6

7 8

L

A

B

d

D

d
E

B

L

d

A

hooks and rings

Please note the actual complementing references on www.sprenger.de

L
mm

A
mm

B
mm

d
mm

D
mm mm

E
mm

art.-no.

1 hook brass polished 38 33160 000 33

2
hook brass polished
with two holes and two hooks 34 33161 000 33

3 hook brass II. polished
with two holes and one hook 21 10 35920 000 33

4 ring brass II. polished

19
22
32
38
45
45

27
32
45
52
63
59

4,0
4,8
6,6
8,0
9,0
7,0

30320 019 33
022 33
032 33
038 33
045 33

30321 045 33

5 ring stainless steel 25
32

36
44

5
6

30260 025 55
032 55

6
holder
AISI 316, stainless steel
brass II. chrome plated

40
45

39442 040 56
39441 000 35

7 trapeze ring brass 28/20 42 4,8 15 30326 000 33

8
cup-hook
brass polished
brass chrome plated

44 13 24 14 34041 000 30
000 32
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1 2 3

4 5 6

7 8 9

L2

L1

L C

H

L2

C

L1

L
1

L2

fender cleats

Please note the actual complementing references on www.sprenger.de

C
mm

H
mm

L
mm

L1
mm

L2
mm

for 
wire
mm

bore hole
mm Ø

Wichard
no.

art.-no.

1 fender cleat brass polished
brass chrome plated    

53
53

40
40

13
13

4
4

37920 000 33
000 35

2 fender cleat brass polished
brass chrome plated    

55
55

40
40

10
10

4,1
4,1

37930 010 33
010 35

3
fender cleat stainless steel
suitable counter plate for
size 10: 37922 010 55 (w/o image)

39
46
55

30
35
42

9
10
16

4
5
5

37921 009 55
010 55
016 55

4 fender cleat
stainless steel

4
5
6
8

11
13
16
17

32
40
44
47

10
11
14
14

3,2
4,2
5,2
5,2

37929 008 55
010 55
012 55
016 55

5 Wichard fender cleat
stainless steel

4
5
6
8

11
13
16
21

30
37
44
59

8
10
12
16

4
5
6
8

9201
9202
9203
9204

37925 008 55
010 55
012 55
016 55

6
fender cleat
AISI 304
stainless steel

6
6
6

13,0
15,5
15,5

62,5
67
82

48,5
53,5
67,5

25,5
31,0
41,0

5,8
5,8
5,8

33012 025 56
031 56
041 56

7
Wichard webbing eye strap
for belts
stainless steel

5
10

56
65

28
34

4
5

9211
9212

33010 028 55
034 55

8 Wichard reefing eye strap
stainless steel 10 15 35 6 9415 33015 000 55

9

thimble
medium strong
AISI 316
stainless steel

4
5
6
7
8
9

11
14

24
32
35
41
44
50
58
75

14
16
21
26
29
35
42
48

3
4
5
6
7
8

10
12

36530 003 56
004 56
005 56
006 56
007 56
008 56
010 56
012 56

self-service
card
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1 2 3

4 5 6

7

Ø

B

D

L1
L

HL2

H1

B
B

L

H

L2

Ø

mast- and eyeplates

Please note the actual complementing references on www.sprenger.de

B
mm

L
mm

LI
mm

L2
mm

H
mm

HI
mm

D
mm

ø
mm

art.-no.

1
eyeplate oval
AISI 304
stainless steel

15
20
26
32

45
65
80

100

35
46
60
73

14
18
20
22

20
25
32
38

12
17
21
26

5
6
8
9

4,2
5,2
5,2
6,5

34255 001 56
002 56 
003 56 
004 56

2
eyeplate round
AISI 304
stainless steel

33
40
50

20
23
30

12
17
20

20
26
32

12
17
21

5
6
8

4,2
5,2
5,2

34256 001 56 
002 56
003 56

3
eyeplate square
AISI 304
stainless steel

30
35
40

35
40
50

14
18
20

19
26
33

12
17
22

5
6
8

4,2
5,2
5,2

34257 001 56 
002 56 
003 56 

4
eyeplate diamond
AISI 304
stainless steel

37
40
50

59
64
80

11
15
18

22
26
33

12
15
20

5
6
8

4,2
4,2
5,2

34258 001 56
002 56
003 56 

5
mast plate
AISI 304
stainless steel

24 63 30 20 38113 000 56 

6
mast plate
AISI 304
stainless steel

40 50 32 22 38115 000 55

7
mast plate
AISI 304
stainless steel

32 22 38115 001 56

self-service
card

stainless
steel
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1 2 3

4 5

6 7 8

L
1

Ø C

C

L3

L2
L1

C

zinc anodes:
as per US army 

standard
MIL-A-18001

Please note the actual complementing references on www.sprenger.de

anodes / accessories

type
inner-Ø

mm
outer-Ø

mm
L1

mm
L2

mm
L3

mm
C

mm kg

art.-no.

1 wave anode
nut-shaped

NX  19
NX  25 
NX  30 
NX  34 
NX  35 
NX  40 
NX  50 

19
25
30
34
35
40
50

58
58
58
64
64
70
90

55
55
55
64
64
70
90

0,555
0,535
0,465
0,675
0,655
0,840
1,700

32850 019 00 
025 00 
030 00
034 00
035 00
040 00
050 00

2 wave anode
flat

CO  25
CO  30
CO  35

25
30
35

58
67
65

15
16
25

0,195
0,280
0,250

32855 025 00
030 00
035 00

3 rudder anode
2 plates with screw

RO  75
RO 108
RO 128

75
108
128

16
20
21

0,545
1,430
2,600

32825 075 00
108 00
125 00

4 hull anode
AB   9
AB  21
AB  30

148
249
300

80
140
200

25
30
33

32826 009 00 
021 00
030 00

5 hull anode

ZA 2,5 
ZA   5
ZA  10
ZA  20 
ZA  35

160
165
215
210
300

120
135
180
180
260

95
115
135
140
220

15
20
28
32
30

0,25
0,50
1,00
2,00
3,50

32840 002 00 
005 00
010 00
020 00
035 00

6
lock hook
AISI 316
stainless steel

510 10 37815 000 56

7
lock hook
AISI 316
stainless steel

245 10 37816 000 56

8
buoy hook
AISI 316
stainless steel

1160 10 37817 000 56
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1

hull length in meter type special model art.-no.

1

up to 4,5
4,5 to 6,5
6,5 to 8,5
8,5 to 10

8,5 to 10
10 to 12
12 and more

No. 1
No. 2
No. 3
No. 4

for double engine 2x type 2
for double engine 2x type 3
for double engine 2x type 4

37171 001 00
002 00
003 00
004 00

1

for boats with Volvo Penta
280/290
up to ca. 6,5
up to ca. 8,5
over        8,5

37171 210 00
310 00
410 00

Volvo Penta 270: separate profile, please send us an individual inquiry

It is a known problem, that
boats with outboard- and 
z-motor have bad steering
characteristics at low speed.

You reach too low driving
power, to keep the boat at
course – continuous course
corrections are demanded.

With Course Keeper you have a
double rudder available, which
keeps the boat at course. The
steering and „parking” is nearly
as easy as with a car, also
during idle.

With Course Keeper there is no
need for course corrections.

Steering ability and course
stability at low speeds are
ameliorated.

At increase of speed the Course
Keeper is lifted out of the water
flow. Oversteering is avoided.

The rudder blades and fittings
are made of corrosion-free
aluminum. All connection-
materials like thread rods, bolts
and nuts are made of stainless
steel.

The simple and solid
construction of the rudder
makes the Course Keeper low-
maintenance.

At reversing the Course Keeper
protects the propeller. Safety
for swimming people against
injuries is considerably
increased.

The Course Keeper is available
in 4 sizes. The installation is
easy.

Most parts are pre-mounted.
The fittings are screwed and
clamped on the cavitation plate.
There is no need for boring
holes.

Course Keeper

Please note the actual complementing references on www.sprenger.de

Anytime on the right course- 
with the Course Keeper.

Now with the important ameliorations: 

1. new compact shape of the fittings

2. ameliorated break-proof material = extruded aluminum profile

3. rudder blades of long lasting, low-maintenance aluminum, considerably reduced weight
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1 2 3

4 5 6

7 8 9

Ø

L1

L1

L1L2

Ø 11 mm

Ø 6 mm

Ø 5 mm

L
2 L
1

L1 
mm

L2
mm

ø
mm

art.-no.

1 bailer ball
rubber, blue 60 37030 001 00

2 bailer ball
rubber, black 67 48 37030 067 00

3 dipper
plastic 180 140 39057 465 00

4 mist horn straight
brass polished with chain 330 32550 000 30

5 mist horn bent
brass polished with chain 270 32551 000 30

6 flag code
adhesive 160 x 240 mm 33980 000 00

7

hand oil pump
with 2 plastic special tubes to pump out
oil- and fuel tanks
brass

200 155 37110 000 00

8

bottle holder
stainless steel/wire Ø 5 mm
Ø of the two large rings ca. 75 mm inner width
steel electrolytical polished

240 34040 075 55

9

key fob
with functional Micro xs block
sheave: plastic
cage: steel electrolytical polished

39710 000 55

Please note the actual complementing references on www.sprenger.de

accessories
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1 2 3

4 5 6

7 8 9
L

L

L
mm

coil
meter

Ø
mm

art.-no.

1

rubber rope white
on coil with
tracer thread
delivery only in
complete coils

100
100
100
75
75

3
4
5
6
8

39780 003 00
004 00
005 00
006 00
008 00

2

rubber rope black
on coil with
tracer thread
delivery only in
complete coils

100
100
100
75
75

3
4
5
6
8

39788 003 00
004 00
005 00
006 00
008 00

3

sail embedder
with plastic hook
self-service packaging
à 4 pieces
in a bag

70
150
250
300
350
400
500
550
600
700

2 x 4
2 x 4
2 x 4
2 x 4
2 x 4
2 x 4
2 x 4
2 x 4
2 x 4
2 x 4

39781 007 00
015 00
025 00
030 00
035 00
040 00
050 00
055 00
060 00
070 00

Please note the actual complementing references on www.sprenger.de

rubber rope and accessories

L
mm

for  

Ø
mm

Ø
mm

art.-no.

4

sail embedder
with ball, self-service
packaging à 4 pieces 
in a bag

250
400
500
600

2 x 4
2 x 4
2 x 4
2 x 4

39782 025 00
040 00
050 00
060 00

5

sail embedder
stepless adjustable,
self-service
packaging à 4 pieces 
in a bag

550
750
800

5
6
8

39783 055 00
075 00
080 00

6

nylon hook
for rubber rope
self-service packaging
à 5 pieces in a bag

40 4 - 5 39784 040 00

7

nylon hook
for rubber rope
self-service packaging
à 5 pieces in a bag

50 to 8 39785 050 00

8

quick fastener 
for rubber rope
stepless adjustable
self-service packaging
à 5 pieces in a bag

40 5 - 6 39786 040 00

9 baggage net 800 x
1000 39787 000 00

self-service
card (pic 3-8)



102

a

b

1

2 3 4

B

shock absorber

Please note the actual complementing references on www.sprenger.de

By inserting the rope as per 
image b you reach an end loop
with a powerful locking and at
the same time a compliance.

for

mm
length

mm

spring 
travel
mm

wire-
strength

mm mm

for
boats

m

art.-no.

1 shock absorber
rubber

10-12
14-16
18-20
20-22

150
210
250
320

100-150
120-160
160-200
180-220

37810 001 00
002 00
003 00
004 00

2

shock absorber, rubber
the lengthening of the 
tension spring can be varied by 
the number of turns,
1 - 3 turns possible

10-12
14-16
18-20

440
500
580

50 - 250 
120 - 325 
175 - 425 
depending
on turning

37811 001 00 
002 00
003 00

3
shock absorber
AISI 316
stainless steel

270
320
320

5
6
7

50
60
70

6
8

11

37804 001 56 
002 56 
003 56

4
steering cable load removal
spring
stainless steel

100 3 37803 100 55
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1 2 3

4 5 6

015 - 080

L

kg

for
chain
mm

L
mm kg

boat
length
meter

chain 
forward

movement
mm x m

art.-no.

1
anchor chain connector
AISI 316
stainless steel

2800 
2800

6-8 
10-12

90
115

38980 001 56
002 56 

2
anchor chain connector
AISI 316
stainless steel

1500
6000

6-8 
10-12

95
110

38981 001 56 
002 56

3
anchor chain connector
AISI 316
stainless steel

1500
6500

6-8 
10-12

120
169

38982 001 56 
002 56

4
folding anchor 
(umbrella anchor)
AISI 316 stainless steel

0,7 
1,5
2,5

39005 007 56 
015 56 
025 56 

5
folding anchor (umbrella
anchor)
hot galvanized steel

250
300
360
410
450
550
570
620
640
660

0,7 
1,5
2,5
3,2
4,0
6,0
8,0

10,0
12,0
15,0

<2
<3
<4
<5
<6
<6
<7
<8
<8

<10

6 x 4 
6 x 4 
6 x 6 
6 x 6 
8 x 4 
8 x 4 
8 x 4 
8 x 6 
8 x 6 
8 x 8

39005 007 10 
015 10 
025 10
032 10 
040 10 
060 10 
080 10 
100 10
120 10 
150 10 

6

spiral stake hot galvanized
spiral stake stainless steel for
small boats, canoes,
cajaks, tents, dogs, etc.

41
41

39009 000 02 
000 56

anchor / accessories

Please note the actual complementing references on www.sprenger.de

special delivery 
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1

2 3 4 5

Fender are delivered without air content.

Advantages:

Majoni fender 

•  excellent quality

•  with brass valve

•  inflatable with fender 
pump or compressor

•  available single-coloured
blue

combi fender

•  soft PVC

•  UV-resistant

•  distinctive, robust,  eye apron
with patent valve
(suitable for all 
pressure pumps)

•  available in 4 colours

Please note the actual complementing references on www.sprenger.de

fender

size
Ø x length

cm

art.-no.

1 majoni-fender „cylinder“

0 
1
2
3
4
5
6

9 x 30 
10 x 42
12 x 55
16 x 60
22 x 65 
25 x 80 
30 x 90 

300 
350
700

1200
2100
3000
4200

34080 100 00
101 00
102 00
103 00 
104 00
105 00
106 00

2 combi-fender
blue

1
2
3
4

12 x 45 
15 x 52   
21 x 64 
30 x 82 

34083 601 00
602 00 
603 00
604 00

3 combi-fender
dark blue

1
2
3
4

12 x 45 
15 x 52   
21 x 64 
30 x 82 

34083 801 00
802 00 
803 00
804 00

4 combi-fender
white

1
2
3
4

12 x 45 
15 x 52   
21 x 64 
30 x 82 

34083 501 00
502 00 
503 00
504 00

5 combi-fender
white/blue

1
2
3
4

12 x 45 
15 x 52   
21 x 64 
30 x 82 

34083 901 00
902 00 
903 00
904 00
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1 2 3

4 5 6

fender

Please note the actual complementing references on www.sprenger.de

H
mm

B
mm

boost
appr. Kg colour

art.-no.

1 anchor buoy

250
500
700

250
500
700

1,5
4,5
9,0

1,5
4,5
9,0

orange
orange
orange

yellow
yellow
yellow

34089 000 00 
001 00
002 00 

34089 100 00
101 00
102 00

2 ring fender 900
900

white
blue

34088 000 00
001 00

3 bow/stern-fender 900
900

white
blue

34087 000 00
001 00

box fender
border full-material: mounting with screws (not included in delivery)
thus very quick and easy possible colour: blue

4 box fender L = 25 cm 95 60 blue 34085 001 00

5 box fender L = 50 cm 95 60 blue 34085 002 00

6
box fender corner
220 x 220 mm outside /
190 x 190 mm inside

95 60 blue 34085 003 00
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2
1

3

4

5

for 
acceptance

mm
length

mm
loom
Ø mm

outside
Ø mm

ground-
plate
mm

height
mm

art.-no.

1 keel roller
100
130
200

95
125
195

13
13
16

75
75
75

37820 100 00
130 00
200 00

2 bow roller 75 70 13 75 37821 075 00

3 V-keel roller 200
250

195
245

16
16

80
80

37822 200 00
250 00

4 side protection roller 100
150

100
150

16
16

50
64

37823 225 00
275 00

5 bow protection
50
75

100

50 x 50
75 x 75

100 x 75

50
100
75

37824 050 00
075 00
100 00

material

rubber black

Please note the actual complementing references on www.sprenger.de

keel roller polyurethane

quality
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3

5 6

1 2

4

quality

original Stoltz USA

material
polyurethane

for 
acceptance

mm
length

mm
loom
Ø mm

outside
Ø mm

ground-
plate
mm

height
mm

art.-no.

1 keel roller 100
130

95
125

13
13

75
75

37830 100 00
130 00

2 bow roller 75 70 13 75 37831 075 00

3 V-keel roller 200 195 16 80 37832 200 00

4 bow protection 75
100

75 x 75
100 x 75

100
75

37834 075 00
100 00

5 keel roller 300 295 16 37835 300 00

6 end-cap for V
keelroller 37832 16 80 37836 080 00

keel roller rubber

Please note the actual complementing references on www.sprenger.de
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colour breadth
mm

length
mm

height
mm

art.-no.

1a
Bimini with 2 stakes
tubes: aluminum anodised
cloth: UV- and saltwater resistant

white
white
blue
blue

130
150
130
150

180
180
180
180

110
110
110
110

32640 130 00
150 00
131 00
151 00

1b
Bimini with 3 stakes
tubes: aluminum anodised
cloth: UV- and saltwater resistant

white
white
white
white
white

150
170
185
200
225

180
180
180
180
180

140
140
140
140
140

32641 150 00
170 00
185 00
200 00
225 00

w/o
image

vacuum cup
plastic grey 32642 000 00

2 Bimini accessories joint piece
plastic white 32643 000 00

3 Bimini accessories connector
plastic white 32644 000 00

4
Bimini accessories T-piece
is put inside insertion bush image 5
for acceptance of end piece image no. 6

32645 000 00

5 Bimini accessories insertion bush
for acceptance of T-piece image no. 4 32646 000 00

6 Bimini accessories end piece
is inserted in T-piece image no. 4 32647 000 00

Please note the actual complementing references on www.sprenger.de

Bimini

3

2

4 - 6

special delivery
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1 2 3

4 5

6 7 8

ø 5 mm
ø 5 mm

special delivery

for 
tube

Ø mm mm mm

Ø
outside

mm mm

art.-no.

1 end piece
aluminum silver anodised 20 32604 020 54

2 middle piece
aluminum silver anodised 20 32605 020 54

3 hinge bent
aluminum silver anodised 20 57 20 32606 001 54

4 cheek plate
aluminum silver anodised 20 50 21 32608 000 54

5

stainless steel tube
- stainless steel, welded, annealed,

high gloss polished
- production lengths of ca. 6 m
- single-packed in tubular film
- 10 lengths each 6 m packed in tubular film 

no delivery of smaller quantities/lengths,
only available in units of each 
10 tubes = 60 m

20 
22
25

1,5 
1,5
1,5

36160 600 55 
36162 600 55
36165 600 55 

6
tube joint
AISI 316
stainless steel

22
25

32627 022 56
025 56

7
foot 90°
AISI 316
stainless steel

22
25

33916 022 56
025 56

8
foot 60°
AISI 316
stainless steel

22
25

33915 022 56
025 56

Please note the actual complementing references on www.sprenger.de

spray hood fittings

self-service
card
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1 2 3

4 5 6

7 8 9

B

L

ø 5 mm

for 
tube

Ø mm
L

mm
B

mm

art.-no.

1
end piece
AISI 316
stainless steel

20
22
25

58
32604 020 56

022 56
025 56

2
adjustable end piece
AISI 316
stainless steel

22
25

32628 022 56
025 56

3
middle piece
AISI 316
stainless steel

20
22
25

32605 020 56
022 56
025 56

4
foldable joint piece
AISI 316
stainless steel

22
25

32630 022 56
025 56

5
hinge bent bolt replaceable
AISI 316
stainless steel

60 18 32625 000 56

6

hinge bent bolt replaceable
with curved ground plate
AISI 316
stainless steel

60 18 32623 000 56

7
hinge bent
AISI 316
stainless steel

90°
10° 60 18 32624 000 56

32606 000 56

8
deck hinge
AISI 316
stainless steel

70 25 32626 000 56

9
cheek plate
AISI 316
stainless steel

50 23 32608 000 56

spray hood fittings

Please note the actual complementing references on www.sprenger.de

self-service
card

stainless
steel
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1 5

2 6

3 4

20

3
5,5

12

25

4
8

16

1

2

L

Ø 6 mm

Ø 5 mm

Ø 5 mm

11

7

12

7

11

8

L

special delivery from 1,50 m

lengths
mm

art.-no.

1 T-profile track 20 x 3mm
aluminum, seawater resistant anodised, silver

300 
400
500

1000
1500
2000

35455 030 54
040 54
050 54 
100 54
150 54
200 54

2 T-profile track 25 x 4mm
aluminum, seawater resistant anodised, silver

1000 
1500
2000
2500

35457 100 54 
150 54
200 54
250 54

3

slide for 25 x 4 track
fork part for spray hoods,
with a welded nut M8 and counter nut
stainless steel

65 35528 025 55 

4
slide for 25 x 4 track
with swivel
stainless steel

65 35558 025 55

5

slide with swivel for 20 x 3 track
with U-part suitable for
spray hood fittings 32604
stainless steel

45 35560 020 55 

6 slide with swivel for 20 x 3 track
stainless steel 45 35558 020 55 

Please note the actual complementing references on www.sprenger.de

spray hood fittings

35459 020 63
1 pair end pieces 

for track 1

35459 025 63
1 pair end pieces 

for track 2
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1

Sailor’s Sleep reduces the wave effect on the stern of your boat  in the harbour at free wind considerably.
Only swell like e.g. in harbour entries or moles affects the impact, as the complete boat gets in motion.

Sailor’s Sleep has been developed and tested by sailors in practice.

Sailor’s Sleep is composed of 4 single chambers of each 1,30 m length with integrated, appr. 8cm deep
going wave stopper, which keeps the waves effectively away from your stern in the harbour.
The tubes are made of a very robust plastic-foil, which are connected by a special press button system.

Sailor’s Sleep needs barely storage space, is coiled up very small (14 cm Ø x 28 cm) and is packed in a
delivered bag.

Sailor’s Sleep can be enlarged by additional chambers for larger boats.

complete
length

cm

packaging
measurements

cm

art.-no.

1
Sailor’s Sleep
delivery:
Set with 4 chambers, 2 rope adapters, bag

520 14 (Ø) x 28 37690 000 00

Sailor’s Sleep

Please note the actual complementing references on www.sprenger.de
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1
1

2 L 3

4

5

F

mm

art.-no.

1 boom brake
8

12
16

37680 008 55
012 55
016 55

233
716

1395

A model for 20 mm brake rope (type 04-20) is available as special model

Advantages:

•  safety on running’s

•  safety when jibing

•  defusion of the situation at
accidental gybe

•  cage: stainless steel

•  sheaves: brass

boom brake 

The new boom brake rewards by its very solid type without removable parts.

It has 5 fixed sheaves, which are arranged between 2 case plates. The sheaves 1, 2, 3 and 4 are fixly
screwed.

The sheave no. 5 is also a fix sheave, but it can be infinitely moved in the slot of the case plates from the
upper position „L” to the lower position „F”. The sheave can then be fixed in each possible position. 

By this a continuous adjustment of the wrap angle around the sheaves 2, 3 and 5  and thereby the friction
and a stepless adjustment of the ground-brake efficiency is achieved. By sheave no. 5 this is usually
adjusted once. With the tension of the braking rope the braking effect can be increased up to complete
blocking (lazy guy function). By light releasing of the tension the brake can be carefully disconnected.

The braking rope is fixed on both sides of the boat on height of the shrouds, e.g. on the chain plates with
a 3-4 fold tackle.

The free ends of the tackle are led inside the cockpit, from where on each sides the tension of the brake
rope and thereby the braking effect can be adjusted.

If the braking effect has to be changed, it is reached by increase or decrease of the rope tension. If the
tall boom should be free-moving, this is reached by complete release of the braking rope tension.

Made in 
Germany

sliding 
bearing

Please note the actual complementing references on www.sprenger.de



14

Test •

1 2 3

4 5 6

7 8 9

•

57

36

10

ø 5 mm

12

Ø 5 mm

Ø 25 mm

Advantages:

•  easily running ball bearing:
stainless steel

•  bearing shell and balls:
stainless steel

•  red point in enhancing strap
of stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 10 (mm rope-Ø) in
the enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves 35 x 12  mm of high
quality UV-resistant plastic

•  bow/swivel: 
interchangeable = end-no. 00
riveted = end-no. 55

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

ball bearing blocks for 10 mm rope

breaking load
~ 850 kg 

working load
~ 212 kg 

stainless steel
ball bearing

Ø max. 10 mm
Made in 

Germany
self-service

card
xxxxx xxx 00

bow detachable
34995 004 55
23,5 x 43 mm

35985 002 55
suitable swivel 

4x best grade
Test 25-26/2002

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 1 sheave, bow 35 x 12 35250 601 00 53

2 1 sheave, swivel 35 x 12 35250 701 00 70

3 1 sheave, u-swivel 35 x 12 35250 751 55 58

4 block with mounted fender cleat
and spring 35 x 12 35282 000 55 66

5 stanchion block for 
25 mm Ø, tipping and turning 35 x 12 35162 601 55 78

6 1 sheave,
bow/swivel, becket 35 x 12 35253 601 00 69 35253 701 00 84

7 2 sheaves, bow/swivel 35 x 12 35251 601 00 85 35251 701 00 102

8 2 sheaves,
bow/swivel, becket 35 x 12 35254 601 00 100 35254 701 00 117

9 3 sheaves, bow/swivel, riveted 35 x 12 35252 601 55 123 35252 701 55 135

stainless
steel
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1 2 3

4 5 6

7 8

57

36

Advantages:

•  easily running ball bearing:
stainless steel

•  bearing shell and balls:
stainless steel

•  red point in enhancing strap
of stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 10 (mm rope-Ø) in
the enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves 35 x 12  mm of high
quality UV-resistant plastic

•  bow/swivel: 
interchangeable = end-no. 00
riveted = end-no. 55

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

ball bearing blocks for 10 mm rope

breaking load
~ 850 kg 

working load
~ 212 kg 

stainless steel
ball bearing

Ø max. 10 mm
Made in 

Germany
self-service

card
xxxxx xxx 00

bow detachable
34995 004 55
23,5 x 43 mm

35985 002 55
suitable swivel 

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 3 sheaves, bow/swivel 35 x 12 35255 601 55 130 35255 701 55 142

2 fiddle block, 
2 sheaves,  bow/swivel

46 x 12
26 x 12 35256 601 00 126 35256 701 00 197

3 fiddle block, 2 sheaves,  
swivel, cam cleat 

46 x 12
26 x 12 35257 791 55 270

4 1 sheave, swivel, 
becket, cam cleat 35 x 12 35270 791 55 212

5 3 sheaves, swivel, 
becket, cam cleat 35 x 12 35271 791 55 276

6 suitable spring 34995 004 55 10

7

main sheet tackle 
10 mm ball bearing
with 15 m spliced rope Ø 10 mm
composed of 
35257 291 55 + 35256 101 00

46 x 12
26 x 12 35180 015 00 1700

8 suitable swivel 35985 002 55 20

stainless
steel
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Test •

1 2 3

4 5 6

7 8 9

•

57

36

Ø 25 mm

stainless
steel

Advantages:

•  sliding bearing strongly
loadable

•  enhancing strap of stainless
steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 10 (mm rope-Ø) in
the enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves of high quality UV-
resistant plastic

•  bow/swivel: 
interchangeable = end-no. 00
riveted = end-no. 55

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

sliding bearing blocks for 10 mm rope

breaking load
~ 850 kg 

working load
~ 212 kg 

plastic
sliding bearing

Ø max. 10 mm
Made in 

Germany
self-service

card
xxxxx xxx 00

bow detachable
34995 004 55
23,5 x 43 mm

35985 002 55
suitable swivel 

4x best grade
Test 25-26/2002

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 1 sheave, bow/swivel 35 x 12 35250 101 00 47 35250 201 00 65

2 stanchion block for 25 mm Ø,
tipping and turning 35 x 12 35162 101 55 73

3 1 sheave, bow/swivel, becket 35 x 12 35253 101 00 61 35253 201 00 80

4 2 sheaves, bow/swivel 35 x 12 35251 101 00 75 35251 201 00 89

5 2 sheaves, bow, becket 35 x 12 35254 101 00 92

6 fiddle block with becket, 
2 sheaves, swivel

46 x 12
26 x 12 35256 211 55 148

7 fiddle block, 2 sheaves,
bow/swivel

46 x 12
26 x 12 35256 101 00 116 35256 201 00 136

8 fiddle block, 2 sheaves, 
cam cleat HT13, swivel

46 x 12
26 x 12 35257 291 55 260

9 1 sheave, becket, cam cleat
HT13, swivel 35 x 12 35270 291 55 209
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17

2

57

36

34995 004 55
23,5 x 43 mm

Advantages:

•  easily running ball bearing of
stainless steel or optional a
strongly loadable sliding
bearing

•  bearing shell and balls:
stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 10 (mm rope-Ø) in
the enhancing strap

•  cheek parts and sheaves of
high quality UV-resistant
plastic

•  15 m german quality rope
professionally spliced
- rope ball bearing tackle:
white with red marker thread
- rope sliding bearing tackle:
white with yellow marker
thread

•  Practicable bag 

•  excellent price/performance
ratio

complete tackles for 10 mm rope

Made in 
Germany

breaking load
~ 850 kg 

working load
~ 212 kg 

Ø max. 10 mm
xxxxx xxx 00

bow detachable

Please note the actual complementing references on www.sprenger.de

bearing mm

art.-no.

1

main sheet tackle 10mm ball bearing
with 15 meter spliced rope Ø 10 mm

composed of 35257 291 55 + 35256 101 00

46 x 12
26 x 12 35180 015 00 1700

2

main sheet tackle 10mm sliding bearing
with 15 meter spliced rope Ø 10 mm

composed of 35257 291 55 + 35256 101 00

46 x 12
26 x 12 35181 015 00 1700

stainless
steel
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1 2

3

4

038 055 075

ØLB

L1
L

B

L

HD

A

C

Ø

~ kg ~ kg
ø A
mm

ø
mm

B
mm

C
mm

D
mm

H 
mm

L 
mm

L1
mm W-No.

art.-no.

1 Wichard universal padeye 720 1600 6,4 23 14 40 6584 34147 006 55

2

Wichard universal padeye foldable
stainless steel
once placed flat on deck, 
these padeyes maintain their strength
whatever load applied (supplied with a
silicone plate to avoid any vibration)

1440
2400
4800

1800
3000
8000

6,4
8,5

10,5

45
59
75

27
35
45

6504
6505
6506

34145 006 55 
008 55
010 55

3
floor ring
with return clip
stainless steel

38
55
76

44
65
57

34254 038 55
055 55
075 55

4 Wichard foot stanchion slide patented
stainless steel

960
1200
960

3000
3800
3000

9-13
12-15
9-19

2-4 
4-6
2-4

14 
18
14

40 
45
40

16613
16615
16614

34008 001 55 
002 55

34009 001 55 

floor rings / bow handles

Please note the actual complementing references on www.sprenger.de
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1 2 3

4 5 6

7 8 9

1 2 3

4 5 6

7 8 9

1

2

3

L2
L1

L1

L
2

L1
mm

L2
mm

content
l

filled measured
from seam 

to seam
L1            L2

art.-no.

1 Sprenger hiking strap

400
600
800

1000

240
440
640
840

38181 040 00
060 00
080 00
100 00

2 Sprenger opti hiking strap 920 520 38180 000 00

3

safety bags with
Sprenger Logo
of white PVC
cylinder shaped

820
1000
1200
1500

800
1000
1500

270
270
270
270
370
370
370

30
35
40
50
55
65

100

860
1050
1240
1530

850
1050
1530

300
300
300
300
410
410
410

39202 001 00
002 00
003 00
004 00
006 00
007 00
008 00

FINN                 =    555 l

OPTIMIST         =    135 l

VAURIEN          =    410 l

PIRAT:               

- wood               =    250 l 

- GfK                  =    400 l

- Sandwich       =    300 l

- GfK / wood     =    350 l

e.g. OPTIMIST:

each 1x     39202 002 00 
                  port/starbord
each 1x     39202 007 00 
                  stern

safety bags

recommended
complete equipment

accessories opti and dinghies

Please note the actual complementing references on www.sprenger.de
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1 2 3

4 5 6

7 8 9

1 2 3

4 5

6 7 8

XXS = 000 

XS = 001

S   = 002

M  = 003

L     = 004 

XL = 005

XXL = 006

Art.-no. key 
for all 

glove sizes:

sizes art.-no.

sizes art.-no.

calf leather gloves
The glove is made of robust but though very cuddly calf leather and impresses with its 
excellent fit. The palms are completely enhanced by double leather. The back of the hand is manufactured of an elastic blue latex-
cotton mix. Comfortable wearing is also possible at higher temperatures. The elastic glove wrist band with wide fastener allows a
high wearing comfort

1 thumb and forefinger without tip XXS - XXL 39732 … 00

2 without fingertips XXS - XXL 39733 … 00

3 completely closed S - XXL 39734 … 00

goat leather gloves
The glove is made of robust but though very cuddly goat leather. The palms are enhanced by double leather. The back of the hand
is manufactured of an elastic blue latex-cotton mix. Comfortable wearing is also possible at higher temperatures. The elastic
glove wrist band with wide fastener allows a high wearing comfort

4 thumb and forefinger without tip XXS - XXL 39720 … 00

5 without fingertips XXS - XXL 39721 … 00

black goat leather gloves
The glove is made of robust but though very cuddly goat leather. The palms are enhanced by double leather. The back of the hand
is manufactured of an elastic black latex-cotton mix. Comfortable wearing is also possible at higher temperatures. The elastic
glove wrist band with wide fastener allows a high wearing comfort

6 thumb and forefinger without tip S - XXL 39726 … 00

7 without fingertips S - XXL 39727 … 00

8 completely closed M - XXL 39728 … 00

Please note the actual complementing references on www.sprenger.de

gloves
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1 2

3 4

5 6 7

*

*

* only while stocks last

colour W-No.

art.-no.

1 Wichard knife
handle of forged stainless steel with shackle key 10082 34738 000 55

2 Wichard knife
handle of forged stainless steel with shackle key and corkscrew 10084 34738 001 55

3 Wichard knife
with spike and shackle key

black
fluorescent

10063
10062

34732 000 55 
001 55

4

case for sailing knife
- very strong and durable material
- fitting longitudinal or cross
- the fitting cross to the waistband allows to wear the knife constantly,

also during sports activities
- also suitable for all Wichard foldable knives

black  10022 34728 001 00

5

sailing knife
completely of stainless steel
length folded 100mm
length unfolded 160mm, breadth 40mm

34710 000 55

6
safety line (lifeline)
with 3 safety hooks 31295 (1x blue, 2x grey), with a fix 1 m belt
and a belt extendable from 1 to 2m length

7006 39772 002 00

7
safety line (lifeline)
with 3 safety hooks, fix line 1m, flexible length from 1 to 2 m extendable,
equates to DIN 7927

7002 39770 000 00

knives

Please note the actual complementing references on www.sprenger.de
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1 2

3 4 5

Ø

kapok pillows / row locks

Please note the actual complementing references on www.sprenger.de

colour

measure-
ments

cm
Ø inside

mm kg

art.-no.

1

Kapok pillow single
available in blue and blue/white
striped
slip: 100% cotton
filling: product of nature: Kapok

blue
blue/white

striped

41 x 34 x 8
41 x 34 x 8

0,7  
0,7 

39010 000 00
700 00

2

Kapok pillow double
available in blue and blue/white
striped
slip: 100% cotton
filling: product of nature: Kapok

blue
blue/white

striped

41 x 69 x 8 
41 x 69 x 8

1,3 
1,3

39010 001 00
701 00

3 rowlock
plastic, black

51 
56

39057 678 00
679 00

4 rowlock socket
plastic, black 17 39051 624 00

5 rowlock socket
plastic, black 17 39051 625 00
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1 2 3

4 5 6

7 8 9

The universal oil – well-tried and unmatched!
For the care of metal, wood, leather, rubber, plastic, coat, skin and much more in trade, industry,
farming, household, garden, for motor vehicle, fishing, hunting and shooting sport.

The universal oil – 

well-tried and 

unmatched!

content art.-no.

1

Ballistol universal oil spray, 
1 set = 20 pcs in carton, display

display Ballistol universal oil spray 
display Ballistol universal oil spray 

50 ml 
100 ml 
200 ml 
400 ml 

9 x 50 ml + 9 x 200 ml 
12 x 200 ml 

39500 050 00
39500 100 00
39500 200 00
39500 400 00

39501 009 00
39501 012 00

2 Ballistol oil, 1 set = 20 pcs in carton 
50 ml 

500 ml 
39522 050 00
39522 500 00

3 Teflon-Spray 1 set = 12 pcs in carton 200 ml 39511 200 00

4 Pluvonin impregnation spray 1 set = 12 pcs in carton 
display Pluvonin impregnation spray

500 ml 
12 x 200 ml 

39513 500 00
39512 012 00

5 display Usta-spray 12 x 200 ml 39508 012 00

6 display Silicone spray 12 x 200 ml 39510 012 00

7

Stitchfree pump-spray, 1 set = 50 pcs in carton
Stitchfree pump-spray, 1 set = 20 pcs in carton 
Stitchfree pump-spray, 1 set = 20 pcs in carton 
Display Stitchfree

10 ml 
100 ml 
125 ml 

3 x 125 ml + 12 x 100 ml + 12 x 10 ml 

39518 010 00
39518 100 00
39519 125 00
39520 000 00

8 Neo-Ballistol household remedy, 1 set = 20 pcs in c.
display Neo-Ballistol household remedy

100 ml 
16 x 50 ml + 10 x 10 ml 

39517 100 00
39517 026 00

9 Ballistol cycling kit 
1 set = 10 cycling kits in carton 39506 000 00

Ballistol

Please note the actual complementing references on www.sprenger.de
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1 2 3

4 5 6

7 8 9

Ø

L
1L2

Ø

mm
L1

mm
L2

mm
Ø

mm

art.-no.

5

washer
stainless steel
5 pcs on 
self-service card 

40x2
20x2
20x2

10,5
7,0
8,5

33648 000 55
001 55
002 55

6

split rings
stainless steel
5 pcs on 
self-service card

0,9x10
1,5x17
2,0x23

33723 010 55
017 55
023 55

7

clevis pins 
DIN 1434
with cross-hole
stainless steel
5 pcs on 
self-service card

size 36 with round
head

15,5
16,5
18,5
20,5
26,0
30,5
32,0
36,5
17,5
25,0

12,9
13,5
15,9
17,9
23,4
27,9
28,9
33,9
14,0
20,5

5
5
5
5
5
5
5
5
6
8

33720 015 55
016 55
018 55
020 55
026 55
030 55
031 55
036 55

33721 018 55
026 55

8

hitch pin with
ball locking
AISI 304
stainless steel

28
35
33
46

13
22
22
36

5
6
8
8

33740 528 56
635 56
833 56
846 56

9
safety clevis pins
AISI 304
stainless steel

20
26
31
56
65
28
34
38
43
35
45
55

12
18
23
48
57
20
25
30
35
25
35
45

6
6
6
6
6
8
8
8
8

10
10
10

33735 001 56
002 56
003 56
050 56
060 56

33736 001 56
002 56
003 56
004 56

33737 002 56
003 56
005 56

tiller cable clamps and bolts

Please note the actual complementing references on www.sprenger.de

for 

mm

art.-no.

1 tiller cable clamp
zinc die cast chrom. plated 5 30900 000 47

2
simplex tiller cable clamp
AISI 316
stainless steel

2
3
4

30915 002 56
003 56
004 56

3
duplex tiller cable clamp
AISI 316
stainless steel

2
3
4
5
6
8

30916 002 56
003 56
004 56
005 56
006 56
008 56

4 tiller cable clamp
stainless steel

2
3
4
5
6
8

30910 002 56
003 56
004 56
005 56
006 56
008 56

self-service
card

stainless
steel
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1 2

53 4

6 7

Ø 6 mm

B

L2
L1

B

183,3

8
,5

10 36

Ø 4 mm

1
6

2
5

B 
mm

L1
of

mm

L2
to

mm steps

art.-no.

1 tarpaulin button
brass naturally bare 32790 000 33

2
flange for tarpaulin steel for screwing
brass polished
stainless steel

34150 018 30  
018 55

3
flange for tarpaulin steel for inserting
inner width 18 mm
brass chrome plated

34190 018 32

4

tarpaulin steel 18x2 mm
hardened, hot-zinc dipped spring band steel
with rounded borders delivery only in complete coils, price per kg
ca. 15 - 20 kg (15 kg = ca. 50 m)

36190 000 22

5

bathing ladder
telescopic, suitable for mounting on bathing platforms
steps are plated with Anti-Slip and UV-resistant PVC
AISI 316
stainless steel

255 
255

380 
400

875
1165

3
4

38669 003 56
004 56 

6 laundry bag bow
brass polished 105 33110 105 33

7 slip hook
brass polished 45 155 125 37301 000 33

tarpaulin buttons/ laundry bow

Please note the actual complementing references on www.sprenger.de
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1 2 3

4 5 6

7 8 9

1

2 3 4

5 6 7

L

B

stainless
steel

bailers

opening
cm²

fitting
section

L x B mm

outside
measure-

ments
L x B mm

seal
mm

art.-no.

1

Mini
fitting from the outside for each hull thickness

seal inside

9,3 73 x 37 92 x 56

4

80 37023 000 55

37024 002 71

2 Super Mini 
fitting from the inside for hull thicknesses from 3 - 7 mm 10,8 82 x 38 105 x 60 170 37023 001 55

3
Super Mini Special
for racing dinghies. Opening of the bailer at hiking by rope
without spring arm

25 85 x 40 175 37023 005 55

4

New Large
fitting from the outside specially for boats with large hull thicknesses

seal inside

15 105 x 42 142 x 79

5

280 37023 002 55

37024 022 71

5

Super Medium for Pirat
fitting from the inside for hull thicknesses from 3 - 7 mm

seal inside
seal outside
seal outside
bailer net

16 107 x 40 134 x 66

5
1
2

250 37023 003 55

37024 032 71
033 71
034 71
102 00

6

Super Max
fitting from the inside for hull thicknesses of 6 mm and more

seal inside
bailer net

25,5 107 x 57 134 x 78

2

320 37023 004 55

37024 044 71
103 00

7

Service Kits for bailers
composed of: 1x inside seal 5 mm, 2x outside seals
1 & 2 mm, 6x rivets for refit
Super Mini Kit
Super Medium Kit
Super Max Kit

Mini Kit 1 inside seal 5 mm
New Large Kit 1 inside seal 5 mm

37024 301 00
302 00
303 00

304 00
305 00
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Test •Test •

1 2 3

4 5 6

7 8 9

•

•

76

50

Ø 6 mm

14

13

Ø 5 mm

Ø 25 mm

stainless
steel

Advantages:

•  easily running ball bearing:
stainless steel

•  bearing shell and balls:
stainless steel

•  red point in enhancing strap
of stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 12 (mm rope-Ø) in
the enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves 50 x 14  mm of high
quality UV-resistant plastic

•  bow/swivel: 
interchangeable = end-no. 00
riveted = end-no. 55

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

ball bearing blocks for 12 mm rope

breaking load
~ 1000 kg 

working load
~ 250 kg 

stainless steel
ball bearing

Ø max. 12 mm
Made in 

Germany
self-service

card
xxxxx xxx 00

bow detachable
34995 003 55
28 x 62 mm

35985 003 55
suitable swivel 

test winner
Test 19/2009 

test winner
Test 7/2003 

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 1 sheave, bow 50 x 14 35250 602 00 89

2 ▪ 1 sheave, swivel 50 x 14 35250 702 00 113

3 1 sheave, u-swivel 50 x 14 35250 752 55 116

4 block with mounted fender cleat
and spring 50 x 14 35283 000 55 111

5 1 sheave, snap shackle 50 x 14 35269 602 55 138

6 stanchion block for 25 mm Ø,
tipping and turning 50 x 14 35162 602 55 117

7 1 sheave
bow/swivel, becket 50 x 14 35253 602 00 115 35253 702 00 139

8 2 sheaves, bow/swivel 50 x 14 35251 602 00 146 35251 702 00 172

9 2 sheaves, bow/swivel, becket 50 x 14 35254 602 00 172 35254 702 00 197
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1 2 3

4 5 6

7 8 9

76

50

Advantages:

•  easily running ball bearing:
stainless steel

•  bearing shell and balls:
stainless steel

•  red point in enhancing strap
of stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 12 (mm rope-Ø) in
the enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves of high quality UV-
resistant plastic

•  bow/swivel: 
interchangeable = end-no. 00
riveted = end-no. 55

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

ball bearing blocks for 12 mm rope

breaking load
~ 1000 kg 

working load
~ 250 kg 

stainless steel
ball bearing

Ø max. 12 mm
Made in 

Germany
self-service

card
xxxxx xxx 00

bow detachable
34995 003 55
28 x 62 mm

35985 003 55
suitable swivel 

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 3 sheaves, bow/swivel riveted 50 x 14 35252 602 55 200 35252 702 55 228

2 3 sheaves, becket, bow/swivel
riveted 50 x 14 35255 602 55 231 35255 702 55 253

3 1 sheave, swivel, becket, cam
cleat HT13 50 x 14 35270 792 55 276

4 3 sheaves, swivel, becket, cam
cleat HT13 50 x 14 35271 792 55 391

5 fiddle block, 2 sheaves,
swivel, becket

50 x 14
29 x 14 35256 712 55 222

6 fiddle block, 2 sheaves,
bow/swivel

50 x 14
29 x 14 35256 602 00 195 35256 702 00 197

7 fiddle block, 2 sheaves, 
swivel, cam cleat HT13

50 x 14
29 x 14 35257 792 55 347

8 fiddle block, 2 sheaves,
snap shackle

50 x 14
29 x 14 35267 602 55 245

9 fiddle block, 2 sheaves, 
cam cleat HT13, snap shackle

50 x 14
29 x 14 35268 692 55 376

stainless
steel
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Test •

1 2 3

4 5 6

7 8 9

•

76

50

Ø 25 mm

stainless
steel

Advantages:

•  sliding bearing strongly
loadable

•  enhancing strap of stainless
steel

•  marking 12 (mm rope-Ø) in
the enhancing strap

•  wobble riveting: avoids sharp
burrs at the rivet head

•  cheek parts of high quality
UV-resistant plastic

•  sheaves of high quality UV-
resistant plastic

•  bow/swivel: 
interchangeable = end-no. 00
riveted = end-no. 55

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

sliding bearing blocks for 12 mm rope

breaking load
~ 1000 kg 

working load
~ 250 kg 

plastic
sliding bearing

Ø max. 12 mm
Made in 

Germany
self-service

card
xxxxx xxx 00

bow detachable
34995 003 55
28 x 62 mm

35985 003 55
suitable swivel 

test winner
Test 7/2003 

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 1 sheave, bow/swivel 50 x 14 35250 102 00 83 35250 202 00 109

2 stanchion block 
for 25mm Ø, tipping and turning 50 x 14 35162 102 55 113

3 1 sheave, bow, becket 50 x 14 35253 102 00 107

4 2 sheaves, bow/swivel 50 x 14 35251 102 00 152 35251 202 00 163

5 2 sheaves, bow/swivel, becket 50 x 14 35254 102 00 160 35254 202 00 186

6 3 sheaves, bow 50 x 14 35252 102 55 193

7 fiddle block with becket, 
2 sheaves, swivel

50 x 14
29 x 14 35256 212 55 227

8 fiddle block, 2 sheaves,
bow/swivel

50 x 14
29 x 14 35256 102 00 185 35256 202 00 210

9 fiddle block, 2 sheaves, 
cam cleat HT13, swivel

50 x 14
29 x 14 35257 292 55 335



21

1 22

76

50

bearing mm

art.-no.

1

main sheet tackle 12 mm ball bearing
with 20 meter spliced rope Ø 12 mm

composed of 35257 792 55 + 35256 602 00

50 x 14
29 x 14 35182 020 00 2700

2

main sheet tackle 12 mm sliding bearing
with 20 meter spliced rope Ø 12 mm

composed of 35257 292 55 + 35256 102 00

50 x 14
29 x 14 35183 020 00 2700

Advantages:

•  easily running ball bearing of
stainless steel or optional a
strongly loadable sliding
bearing

•  bearing shell and balls:
stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 12 (mm rope-Ø) in
the enhancing strap

•  cheek parts and sheaves of
high quality UV-resistant
plastic

•  20 m german quality rope
professionally spliced
- rope ball bearing tackle:
white with red marker thread
- rope sliding bearing tackle:
white with yellow marker
thread

•  Practicable bag 

•  Made in Germany

•  excellent price/performance
ratio

complete tackles for 12 mm rope

Made in 
Germany

breaking load
~ 1000 kg 

working load
~ 250 kg 

Ø max. 12 mm
xxxxx xxx 00

bow detachable
34995 003 55
28 x 62 mm

Please note the actual complementing references on www.sprenger.de

stainless
steel
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1 2 3

4 5 6

7 8

10
3

70

Advantages:

•  strongly loadable full plastic
sliding bearing with
additional bearing bush to
avoid corrosion

•  enhancing strap of stainless
steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 14 (mm rope-Ø) in
the enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves 70 x 18  mm of high
quality UV-resistant plastic

•  bow/swivel riveted for solidity
reasons

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

sliding bearing blocks for 14 mm rope

breaking load
~ 2500 kg 

working load
~ 625 kg 

plastic
sliding bearing

Ø max. 14 mm
Made in 

Germany
self-service

card

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 1 sheave, bow 70 x 18
plastic 35250 104 55 207

2 1 sheave, swivel 70 x 18
plastic 35250 204 55 301

3 1 sheave
bow/swivel, becket

70 x 18
plastic 35253 104 55 277 35253 204 55 374

4 2 sheaves, bow/swivel 70 x 18
plastic 35251 104 55 337 35251 204 55 432

5 2 sheaves, bow/swivel, becket 70 x 18
plastic 35254 104 55 414 35254 204 55 504

6 fiddle block, 2 sheaves,
bow/swivel

70 x 18
36 x 18
plastic

35256 104 55 356 35256 204 55 459

7 fiddle block, 2 sheaves, 
cam cleat HT13, swivel

70 x 18
36 x 18
plastic

35257 204 55 706

8
fiddle block, 2 sheaves,
cam cleat HT13, swivel, 
snap shackle

70 x 18
36 x 18
plastic

35268 294 55 726

stainless
steel
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1 2 3

4 5 6

7

10
3

70

Advantages:

•  strongly loadable full plastic
sliding bearing with
additional bearing bush to
avoid corrosion

•  enhancing strap of stainless
steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 14 (mm rope-Ø) in
the enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves 70 x 18  mm of
aluminum hard anodised

•  bow/swivel riveted for solidity
reasons

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

sliding bearing blocks for 14 mm rope

breaking load
~ 2500 kg 

working load
~ 625 kg 

plastic
sliding bearing

Ø max. 14 mm
Made in 

Germany
self-service

card

Please note the actual complementing references on www.sprenger.de

mm

art.-no.
with bow

art.-no. 
with swivel

1 1 sheave, bow 70 x 18
aluminum 35250 114 55 294

2 1 sheave, swivel 70 x 18
aluminum 35250 214 55 392

3 1 sheave, becket, swivel 70 x 18
aluminum 35253 214 55 445

4 2 sheaves, bow 70 x 18
aluminum 35251 114 55 517

5 2 sheaves, bow/swivel, 
becket

70 x 18
aluminum 35254 114 55 583 35254 214 55 680

6 fiddle block, 2 sheaves, bow
70 x 18
36 x 18

aluminum
35256 114 55 453

7 fiddle block, 2 sheaves, 
cam cleat HT13, swivel

70 x 18
36 x 18

aluminum
35257 214 55 793

stainless
steel
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1 2 3

4 5 6

Ø

bearing mm mm mm
boring
Ø mm

art.-no.

1
sheave
complete unit of
high quality plastic

8    
8

27x11
27x11

5
6

30960 005 00
30960 006 00

2 sheave
Hostaform C

8
8

10
12
8

10
12
10
12
12
6

22x10,5
22x10,5
26x11,5
29x13,5
30x10,8
35x11,5
42x13,5
46x11,5
50x13,8
80x14
63x12

5,2
8,2
8,2
8,2
8,2
8,2
8,2
8,2
8,2
8,2
6,1

30970 001 63
002 63
026 63
029 63
030 63
035 63
042 63
046 63
050 63
080 63

30980 063 63

3 sheave brass nickel plated

4,5
6
8
8
8

4,5
6
8
8
8

13x6
17x8
20x9

25x10
30x10

4,3
4,3
4,6
5,3
6,2

30950 001 34
002 34
004 34
005 34
006 34

4

sheave
hub, balls, and sheave 
stainless steel
for swivelling mast block
or usable as halyard block

8 27x10,5 5 30940 008 55

5
sheave stainless steel
ball bearing cage of high quality 
plastic, sheaves stainless steel

5 3 25x6,6 6 30945 000 55

6
sheave stainless steel
ball bearing cage of high quality 
plastic, sheaves stainless steel

6 4 38x8 7 30946 000 55

sheaves

Please note the actual complementing references on www.sprenger.de

stainless
steel

self-service
card



Ø 5mm Ø 5mm

80

51

24

24

1 2 3

4 5 7

8

*

stainless
steel

holding force: 1:8

mm

art.-no.

1 1 sheave, swivel, right ratching 51 x 13 
aluminum 35360 710 55 133

2 1 sheave, swivel, with detachable becket 51 x 13 
aluminum 35361 710 55 145

3 1 sheave, swivel, cam cleat 51 x 13 
aluminum 35370 710 55 284

4 1 sheave, swivel, cam cleat and 
becket detachable

51 x 13 
aluminum 35371 710 55 287

5 cheek block portside, left ratching 51 x 13 
aluminum 35380 710 55 110

5 cheek block starboard, right ratching 51 x 13 
aluminum 35381 710 55 110

7 3 sheaves, swivel, cam cleat 51 x 13 
aluminum 35375 710 55 462

8 3 sheaves, swivel, cam cleat and
becket detachable

51 x 13 
aluminum 35376 710 55 470

Advantages:

•  easily running Delrin ball
bearing in the outer collar

•  red point in enhancing strap
of stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 10 (mm rope-Ø) in
the enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves 51 x 13  mm of
specially coated aluminum

•  shackle swiveling or fixable

•  becket detachable

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

ratchet blocks for 6-10 mm rope

breaking load
~ 900 kg 

working load
~ 225 kg 

Delrin
ball bearing

Ø 6 -10 mm
Made in 

Germany
self-service

card
34995 005 55

22/28 x 76 mm

Please note the actual complementing references on www.sprenger.de

* only while stocks last
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80

51

24

25

Test • Test •

1 2

Best grade No. 25-26/2002

test winner Test 7/2003 

Price/performance ratio
Sprenger 2x very good, 1x good
Tested: 
20 blocks of 12 manufacturers

   4x ••••• 1 x Sprenger
   8 x •••• 2 x Sprenger
   5 x •••
   1 x ••
   2 x •

4 x best grade 
**** For 4 different 
Sprenger-blocks
Tested: 
20 blocks of 12 manufacturers

   8 x **** Thereof 4x Sprenger
   8 x *** 
   4 x **

mm

art.-no.

1 1 sheave, swivel 51 x 13 
plastic 35390 710 00 121

2 3 sheaves, swivel 51 x 13 
plastic 35394 710 00 350

Advantages:

•  easily running Delrin ball
bearing in the outer collar

•  red point in enhancing strap
of stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  marking 10 (mm rope-Ø) in
the enhancing strap

•  cheek parts of high quality
UV-resistant plastic

•  sheaves 51 x 13  mm of
specially coated aluminum

•  shackle swiveling or fixable

•  becket detachable

•  low weight

•  Made in Germany

•  excellent price/performance
ratio

counter blocks for ratchet blocks

breaking load
~ 900 kg 

working load
~ 225 kg 

Delrin
ball bearing

Ø 6 -10 mm
Made in 

Germany
self-service

card
34995 005 55

22/28 x 76 mm
stainless

steel
test winner
Test 7/2003 

4x best grade
Test 25-26/2002

Please note the actual complementing references on www.sprenger.de
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4

5

7

6

9

8

10

3

2

1

40 / 75 mm 
height 

With many advantages:

1. the fixing of the spring
prevents a spreading of the
spring to the block

2. stainless steel: spring,
spring fixing, U-adapter, 2
screws and nuts

3. all metal parts are made of
stainless steel, the plastics
are UV-resistant

4. the mounted U-adapter fits
for many blocks; we
recommend the ball bearing
ratchet block from Sprenger;
obtaining an optimal unit

5. adjustable ratching with
fixable pressure point: the
sailor decides if the base
rotates freely or how hard it
will be stopped. This
prevents or reduces
unstopped base rotation
leewards.

6. available with short or long
arm; furthermore available
without block as well as with
mounted ball bearing
ratchet block for rope
diameter 6-10mm

7. twin rows of Delrin balls
ensure easy turning and free
running even under load

8. the well-tried camlan
camcleat is suitable for
ropes of diameter 8-13mm.
It can be mounted on or
under the arm.

9. because of the wide and
deep empty space in the
middle of the arm the rope
can run through the cleat
without chafing

10.arm: high quality aluminum,
black anodized, 7mm
material, ideal angle,
perfectly matching to the
Sprenger ratchet block

ball bearing base

swivelling
180 - 360°
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14 cm 

12 cm 

5

1 2

3 4

Advantages:

•  limitation of the arm: 2
stainless steel screws
prevent an ´“over-turn“´ of
the arm: 1 screw in the
middle: 210° limit; 2 screws
on the outside: 180° limit
(state at point of delivery);
without screws: free
swiveling, no limit. Please set
the limitation before
mounting the base. An Allen
wrench is attached.

ball bearing base

Made in 
Germany

breaking load
~ 1200 kg 

swivelling
180 - 360°

plastic
ball bearing

Ø max. 
8 mm

self-service
card

Please note the actual complementing references on www.sprenger.de

mm ~  kg

height
mm

art.-no.

1 ball bearing base, long arm 300 75 35390 000 00 370

2 ball bearing base, long arm
with mounted ratchet block 51 300 75 35391 000 00 501

3 ball bearing base, short arm 300 40 35400 000 00 350

4 ball bearing base, short arm
with mounted ratchet block 51 300 40 35401 000 00 456

5 adapter-ground plate
for Sprenger sliding bearing bases 35405 065 54

•  4 water-outlets are
integrated in the base-plate 

•  by technical reasons the hole-distance of the new base plate had
to be changed from that of the old Sprenger swivel base. The
distance is now compatible with many other bases. As an option
an adapter base plate for the old Sprenger swivel bases can be
supplied.

stainless
steel
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1 2 3

4 5 6

7 8 9

ø 4 mm

ø 4 mm

40

ø 4 mm

24 1232

15

ø 5 mm

ø 4 mm

4034

19

18

Advantages:

•  easily running ball bearing:
stainless steel

•  bearing shell and balls:
stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  cheek parts stainless steel

•  sheaves 19 x 8,3  mm of high
quality UV-resistant plastic

•  very low weight

•  extremely small and
lightweight blocks of compact
shape

•  especially suitable for kicking
strap, jigger or trimming
lines

•  many versions and fields of
application

•  Made in Germany

•  excellent price/performance
ratio

Micro xs blocks for 6 mm rope

breaking load
~ 450 kg 

working load
~ 112 kg 

stainless steel
ball bearing

Ø max. 6 mm
Made in 

Germany
self-service

card
34995 007 55
23,5 x 43 mm

stainless
steel

Please note the actual complementing references on www.sprenger.de

mm

art.-no.

1 1 sheave, thru-bow 19 x 8,3 35320 600 55 10

2 1 sheave, thru-bow
with mounted fender cleat and spring 19 x 8,3 35318 600 55 16

3 1 sheave, swivel 19 x 8,3 35320 700 55 17

4 cheek block, 1 sheave 19 x 8,3 35328 600 55 16

5 upright block, 1 sheave 19 x 8,3 35331 600 55 31

6 tipping/turning block, 1 sheave 19 x 8,3 35149 000 55 35

7 1 sheave, becket 19 x 8,3 35321 600 55 14

8 1 sheave, becket and swivel 19 x 8,3 35321 700 55 21

9 cheek block, 1 sheave with cover plate
of plastic 19 x 8,3 35329 010 55 18
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1 2 3

4 5 6

7 8 9 10

18
10

ø 4 mm

26

35

Advantages:

•  easily running ball bearing:
stainless steel

•  bearing shell and balls:
stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  cheek parts stainless steel

•  sheaves 19 x 8,3  mm of high
quality UV-resistant plastic

•  very low weight

•  extremely small and
lightweight blocks of compact
shape

•  especially suitable for kicking
strap, jigger or trimming
lines

•  many versions and fields of
application

•  Made in Germany

•  excellent price/performance
ratio

Micro xs blocks for 6 mm rope

breaking load
~ 450 kg 

working load
~ 112 kg 

stainless steel
ball bearing

Ø max. 6 mm
Made in 

Germany
self-service

card
34995 007 55
23,5 x 43 mm

stainless
steel

Please note the actual complementing references on www.sprenger.de

mm

art.-no.

1 2 sheaves with bow 19 x 8,3 35322 600 55 27

2 2 sheaves with becket and bow 19 x 8,3 35323 600 55 29

3 upright block 2 sheaves 19 x 8,3 35332 600 55 39

4 3 sheaves with bow 19 x 8,3 35324 600 55 37

5 3 sheaves, becket and bow 19 x 8,3 35325 600 55 41

6 3 sheaves with cam cleat and bow 19 x 8,3 35326 600 55 87

7 3 sheaves with becket, cam cleat and bow 19 x 8,3 35327 600 55 90

8 cheek block, 2 sheaves with cover plate
of plastic 19 x 8,3 35329 020 55 41

9
fiddle block V-cleat, 2 sheaves

fiddle block with V-cleat, becket, 2 sheaves

32 x 8,3
19 x 8,3

35315 600 55

35317 600 55

53

58

10
downhaul tackle with 5 meter
spliced rope Ø 6mm
blocks 35322 600 55 and 35317 600 55

35187 005 55 276
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1 2 3

4 5 6

7 8

40

15
ø 4 mm

34

19

25
ø 5 mm

45

61

17

24
18

26

stainless
steel

breaking load
~ 450 kg 

working load
~ 112 kg 

stainless steel
ball bearing

Ø max. 4 mm
Made in 

Germany
self-service

card
34995 007 55

20,5 x 20,5 mm

Micro xs blocks for wire

Please note the actual complementing references on www.sprenger.de

Advantages:

•  easily running ball bearing
stainless steel

•  bearing shell and balls of
stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  cheek parts and sheaves 19 x
8,3 mm stainless steel

•  low weight

•  extremely small and
lightweight blocks of compact
shape

•  especially suitable for kicking
strap, jigger or trimming
lines

•  many versions and fields of
application

•  especially suitable for wire
and Dyneema

•  Made in Germany

•  excellent price/performance
ratio

mm

art.-no.

1 1 sheave, thru-bow 19 x 8,3 35320 650 55 17

2 1 sheave, thru-bow
with mounted fender cleat and spring 19 x 8,3 35318 650 55 24

3 1 sheave, swivel 19 x 8,3 35320 750 55 25

4 cheek block 1 sheave 19 x 8,3 35328 650 55 23

5 upright block, 1 sheave 19 x 8,3 35331 650 55 28

6 1 sheave, becket 19 x 8,3 35321 650 55 19

7 1 sheave, becket and swivel 19 x 8,3 35321 750 55 28

8 cheek block, 1 sheave with cover plate
of plastic 19 x 8,3 35329 610 55 24
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1 2 3

4 5 6

7 8

34

19

Ø 4 mm

3518

44

64

80

Ø 5mm

stainless
steel

breaking load
~ 450 kg 

working load
~ 112 kg 

stainless steel
ball bearing

Ø max. 4 mm
Made in 

Germany
self-service

card
34995 007 55

20,5 x 20,5 mm

Please note the actual complementing references on www.sprenger.de

Micro xs blocks for wire

Advantages:

•  easily running ball bearing
stainless steel

•  bearing shell and balls of
stainless steel

•  wobble riveting: avoids sharp
burrs at the rivet head

•  cheek parts and sheaves 19 x
8,3 mm stainless steel

•  low weight

•  extremely small and
lightweight blocks of compact
shape

•  especially suitable for kicking
strap, jigger or trimming
lines

•  many versions and fields of
application

•  especially suitable for wire
and Dyneema

•  Made in Germany

•  excellent price/performance
ratio

mm

art.-no.

1 2 sheaves with bow 19 x 8,3 35322 650 55 41

2 2 sheaves with becket, bow 19 x 8,3 35323 650 55 43

3 upright block 2 sheaves 19 x 8,3 35332 650 55 51

4 3 sheaves with bow 19 x 8,3 35324 650 55 64

5 3 sheaves, becket and bow 19 x 8,3 35325 650 55 64

6 3 sheaves with cam cleat and bow 19 x 8,3 35326 650 55 111

7 3 sheaves with cam cleat, becket and bow 19 x 8,3 35327 650 55 113

8 cheek block, 2 sheaves with cover plate
of plastic 19 x 8,3 35329 650 55 41
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